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]
Introduction

Thank you for purchasing SmaPri. SmaPri is a printing support application for label printing

that works with various Android / iOS applications using format files created in the label

design creation tool, a SmaPri Designer with the smartphone development tool SmaPri Driver.

This manual explains the basic operations of SmaPri Designer, object settings, tables, and data

output. This manual can also be used as the explanation displayed by the help button in the

product.

Attention

The copyright for this software is held by SATO CORPORATION.

This software and this manual may not be copied or duplicated, whether partially or in their
entirety, regardless of the form, without the permission of SATO CORPORATION.

This software and this manual may only be used based on the product's license agreement.
SATO CORPORATION bears no responsibility for the results of using this software and this
manual.

The content of this manual may be corrected or revised without prior notification.

The utmost care has been taken with the content of this manual. However, if you discover
some problem with the content or something otherwise unusual with the content, please
contact SATO CORPORATION.

SATO and SmaPri are registered trademarks and/or trademarks of SATO HOLDINGS
CORPORATION.
Other company names and product names listed in this manual are registered trademarks

and/or trademarks of those respective companies.



SmaPri Designer Operation Manual
|

Contents
| gYu o e [UTotule] o ISP SO P PRTPR U 2
LN u U =] o (] o TSP U RSP PR PPN 2
(O70] 0112101 < T PSP PPPPPOP 3
The 1st chapter: Product INfOrmMation .........c.oooiiiiiiie e 6
1-1. Required hardware and SOfEWAIE ..........oovi i 7
= EXECULION E@NVIFONMENT. ...ttt 7
e o 01T TP PR PR OPR PR 7
1-2. ADOUL SM@PHi DESIGNEE ....eecieeie ettt et et e b e e sabe e e eae e e sbe e e snbeeeanneeans 8
= PrOQUCE OVEIVIEW ...ttt 8
G T N o Yy = | LA W 1 11 01 = | 9
= INSEAILL e a e 9
- Tax rate setting when starting for the first time........cccco oo, 12
LS L1011 = 1| RSP U PSRRI 13
R Ko o] Wa I 0] F= VAN =] aTe [V T= o [T OSSR 14
- Change the [aNGUAGE ... ...ttt et e e e e s be e e ate e s aee e sbeeesareeeanes 14
The 2nd chapter: BasiC OPeration..........ociciiiiiiiiccie ettt saeessaeeeeens 15
2-1. Display Of the DULEONS .....cueiiiiceece et esnaeene e 16
PR (o TN 1Sl o[ U {0 ] PP R TP PRTOPROTROPIN 17
2-3. WINAOW CONFIGUIALION ...ttt sttt et s e e 18
B S [ o | o 1= SRR 19
2-5. DESIGN WINAOW......ctiiiiiiiiieiie ettt sttt sre e et e b e e s e enteeaseeaseeaneeenseeaneeanseenseesneeeneeans 20
2-6. INPUL SCrEEN SEELINGS .....eeeiei ittt ettt b ettt e b et e e beesneeeneeens 21
B O 101U | = To = | SRS PPRURPR 22
2-8. PrOJECE WINAOW ...ttt e ettt et e et e et e e st e eneeenneeeneeenseenneeaneeenneens 23
B IR OleTo] e 1 aT= | (= U o | SRR 25
The 3rd chapter: BaSiC SEIUP......cio ittt s sae e saa e e raeesseeaseeennaens 26
3-1. Startup Of SMMAPH DESIGNEN .....c.eieiie ettt e et e sreeenaeesseesneeenneens 27
3-2. SeleCt The PrOJECE ... ittt ettt eneeen 28
OGS (=Tl u T o] = PRSP 29
1L o o o < o T ) = SRS 29
34, PAPEE SEELINGS .eiie ettt ettt ettt e ettt e et e e ne e e e ae e e ete e e anteeeanteeeneeeanreeeanneeens 30
- Explanation of paper setting termS .......covi o 32
3-5. Tax and discount rate SEINGS ....cc.coiiiiieece e 35
3-6. CUIMENCY SEELINGS ...ttt ettt e e et e e e et e e ete e e smteeesneeeeneeeeseeesnseeennneeans 37
The 4th chapter: Data Window EXplanation...........coviiiiii et 38
L I 1 L= T o] o1 o =TSSR 39



SmaPri Designer Operation Manual
|

e 0 1< USSP 39

S C 1o U o SRR 40

e o 1 1 = 1Yo T | o PSP 41

= TADIE ettt 42
R @ o) [=To o] o] o 1= ot [T USRS 43
i 1 L Te ] o) 1= o SRS 43

e o (oS T0] o) =T PRSP 50

= BarCoAE ODJECE ... .o et aeenneas 54

- Date timME ODJECT ... ittt e e reenneas 61

L OL0 18] o1 v o] o) =Tl ol PSPPI 66

- FiXed graphiC ODJECE ... ..ottt et e e et sate e nneas 69

- SWiItching graphiC ODJECE .......ooeiece e 73

e B g < o] 0 1< ! SRR 76

= Fram@ ODJECE ...t e et a e aareereearaas 77
L= 11 [S 3 0] o) =Tl SRS 78

= CoMMEANA ODJECE ...t e et e e eare e e 79
The 5th chapter: Special OPErations ... e st e e sare e 82
SR I F= o] (<3 1] g o1 [ o FO USRS 83
- CSV and tab delimited data that can be imported. ..., 84

- Table registration SEEPS ... e nneas 85

= FOr @ graphiC table ........oo o 86

- Table IMPOITING STEPS ...oo et ree e s et eeneeenneas 88

- Table data, Search and REPIACE.........coei i 90
5-2. Preview test print fFUNCHION. ... 93
- In the cases of other than variable-length receipt paper........ccccoviiiiiiiiiiiceeeee, 93

- In the case of variable-length receipt paper......ccciiiiii e 94
R T B T 1 = o 11 o o LU | PSPPSRI 96
S D 1= = I 0 181 0B =] =] LSRR 96

- SMaPri Designer OULPUL fIlES .........iiieie e 98
5-4. Global Change taX FATE ........ooiiii e 99
- Global change tax rate SEEPS .........oi i e 99
5-5. Change ObJECE LY P ...t te e e e nee e nee s 100
- The types of objects that can be changed.............coo i 100

- Change ObJECE LY P SLEPS......oo ittt e e e st e e sabae e eareeans 100
5-6. BArCOAE WIZAIA ......ooiiiiiiiiiiie ettt b e bt ae e e sae s 101
- Supported barcode SYMDOL.........ooii e 101



SmaPri Designer Operation Manual
|

- Barcode wWizard USAGE SEEPS ......coi ittt 101

- Resister new barcode COMPOSITION ........coiiiiiiiic e 106
R €] T I == w [ o =SSOSR 108
- Changing the grid INTErVaAl ..........oooii e e e earee s 108
oL S TR oo K=Y u ] o [ ST 109
5-9. Object grouping fUNCLION ........coiiiiiece et e e e aeenneas 112
LG 01U o] 1 o =1 =] o 1RSSO SRPPPI 112
5-10. Importing sample data........coooiiiiii e 114
= SAMPIE USAGE SEEPS ....uviiiiiiiie ettt sttt e et e e b e est e e ste e seeeneeenseeabeeeneeenteenneas 114
5-11. Global Change fONT.........ooiie et aeeeaeas 116
- Global change fONT SEEPS.......oo e 116
5-12. Create price including taxX, base PriCe ........ccceiiiiiiiiieiie et 117
- Calculates the tax-included price from the base priCe......ccccoiiiiiiiiii i, 117

- Calculates the base price (tax-excluded price) from the tax-included price........cc..c........ 119

- Change the FOUNAING. ..ottt et e b e s e e s e e sbaesnseeseenneeenes 121
T G TR = Q= W = =T =1 1 T 123
- Changes the tax rate for all layouts in @ Project. ... 123

- Changes the tax rate for individual layouts in @ project.........cccocvevieiieiiiiiicce e 125

- Sets the tax rate when creating the new project ... 127

- Sets the tax rate when creating the new layout............coo i 128
5-14. The paper rotation SELEINGS .......ccoi i 130
= ROEALE The PAPEI ... ettt ettt s e et e ne e neeeneenneeenes 130

- Displayed when rotating the Sheet..........oo e 131
5-15. Creating a barcode with variable length digits .........ccoooiiiiii e, 132
5-16. Include line feed codes iN QR COAE ..o 134
The 6th Chapter: APPENIX........oo it e et e s e eneeeneenneas 135
Tl I (011 | Y ORI 136
T A o o | gl =TT o <SPS 137
T T o\ ST 138



SmaPri Designer Operation Manual

The 1st chapter

Product

information



SmaPri Designer Operation Manual

Required hardware and software

- Hardware - Software

The following hardware and software are required to use SmaPri Designer.

- Execution environment
Compatible OS (32-bit) Windows 11, Windows 10
Compatible OS (64-bit) *  Windows 11, Windows 10
*It runs as a 32-bit application on 64-bit OS.

CPU Pentium compatible CPU 1GHz or faster recommended
Memory 1024 MB or more recommended
Hard disk 300 MB or more free space

Screen resolution** XGA (1024x768) or higher
**SXGA (1280x1024) or higher recommended

*Due to USB license key restrictions, use in virtual environments or remote desktops is not

supported.
- Printer
Class Model
Mobile printer PW4NX, PW208/PW208NX series, PT408e/PT412e

Desktop printer SCeaTa CT4-LX, L'esprit HC4-LX, FX3-LX Plus, FX3-LX, CL4ANX-]
Plus series, CL6NX-] Plus series, CLANX-] series, CL6NX-] series,
EV200R series, HA200R series, L'esprit V-ex series, RT308R,
ST300R series

International PWA4NX, PW208NX, MB400i/MB410i, CT4-LX, CLANX Plus, CL6NX
model Plus, CLANX, CL6NX, CG208/212/408/412, TG308/TG312, DR308e
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About SmaPri Designer

1-2

- Product overview

- Product overview
SmaPri Designer is a label design creation application that runs on a PC.

It creates the format file (*.spfmtz) that SmaPri Driver uses when printing labels.

SmaPri Designer and SmaPri Driver relationship diagram

Developer Application Development Environment
<

5'“‘2" Smnp'i (HTMLS5, Xcode, Android Studio, etc.)

= °
[ J
Designer :
:Design * Dev.
([ J
[ )
v v
I.H-E]. Load Print  ——
0 00 —
Smafi °
Format file ° Print data

v -Native application

o o ‘Web application
SmaPri Driver |

=

Output
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Install / Uninstall

- Install - tax rate setting - Uninstall

To install SmaPri Designer, log in as a user with Administrator privileges.
If an older version of the software is already installed, the new version can be installed over it.
- Install

1) Run the SmaPri Designer setup file.

2) User Account Control (UAC) is displayed. Select either "Allow" or "Yes" according to the
dialog.

@' User Account Control @

e

U Do you want to allow the following program from an
* unknown publisher to make changes to this computer?

Program name:  setup.exe

Publisher: Unknown
File origin: Hard drive on this computer
(v) Show details Yes || Ho

Change when these notifications appear

3) The installer starts and checks the execution environment.
If .NET Framework 4.5 is not installed, the Microsoft installer starts automatically.

Follow the on-screen directions to install the software.

4) When the setup wizard is displayed, click "Next".

ﬁSmaPri Designer IEI = @
Welcome to the SmaPri Designer Setup Wizard 5"‘,&?"

The installer will guide pou through the steps required to install SmaPii Designer on vour computer.

WARMING: This computer program is protected by copyright law and intemational treaties.
Unauthorized duplication or distribution of this program, or any portion of it, may result in severe civil
of criminal penalties, and will be prozecuted to the maximum extent pozsible under the law

Cancel Hth i




SmaPri Designer Operation Manual

5) Please make sure to read through the license agreement as it states important terms

and condition for the use of the product.

1) smaPri Designer o] = =]
License Agreement ﬁ!ﬂ

Please take a mament to read the license agreement nowe. If pou accept the terms below, click "'l
Agies”, then "Newt". Othenwize click "Cancel”.

Software license agreement -
Before using or instaling the Product, please read the License| |
Agreement.

The License Agreement lists the terms and conditions for the use of
the Product. If you do not agree to the terms and conditions in the
License Agreement, please return the Product along with the receipt
to the SATO dealer within 30 days after purchase. Your payment will
be refunded. By opening the package you are agreeing to the terms
and conditions in the License Agreement. Il

" | Do Not Agree

Cancel < Back | Meut = |

6) Click "Next". (Select "Browse", you can change the installation folder.)

ﬁ SmaPri Designer EI@@
Sm%l'ti

=/

Toinstall i this folder, click "Next". To install to a different folder, enter it below or click “"Browse".

Folder:
C:\Program Filesh\SATOAS maPri Designer's Browse...
Disk Cost...

Ihztall SmaPri Designer for vourself, or for anyone who uszes this computer:

Select Installation Folder

The ingtaller will inztall SmaPri Designer to the following folder.

&+ Ewvemone

O Just me

Cancel < Back Mext I

7) Click "Next".

f&lSmaPri Designer EI = IEI

Confirm Installation —~

The ingtaller is ready to install SmaPri Designer on pour computer.

Click "MNext” to start the installation.

Cancel < Back

10
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8) The setup wizard installs the software.

9) Click "Close".

SmaPri Dezsigner has been successfully installed.

Click "Cloze" to exit.

fE’SmaPrf Designer EI' = '@
Installing SmaPri Designer Sllli_l’ri
SmaPri Designer iz being installed.
Pleaze wait...
f@SmaPrf Designer El' = '@
Installation Complete sm,_i.ﬁi

Flease uze Windows Update to check for any critical updates ta the MET Framework.

10) Connect the USB key (HASP) to a USB port.

Note: Connecting the USB key (HASP)

reinstall the software.

If you accidentally connect the USB key (HASP) before the software finish installing, it will not be
correctly recognized. If the USB key (HASP) was accidentally connected, please disconnect it and

11) Installation of SmaPri Designer has completed. The program icon appears on the

desktop.

11




SmaPri Designer Operation Manual

-
- Tax rate setting when starting for the first time.

The [Tax rate setting] screen is displayed when SmaPri Designer starts for the first time or a
SmaPri Project file opens for the first time.

Change the tax rate if necessary and click [OK] to confirm.

Tool settings

Tax rate

Tax rate 10ls %

Thiz software was uperaded. Please set the tax
rate for new project.

If wou are not using the tax rate, please press the
[OK] button a= it is.

Thig tax rate will be only used for new project, If
Gop wou want to change tax rate of exizting project,
please open the project and select [Global chanee
of tax rate] or [Layout settingz].

notes:

The tax rate set on this screen is the value used when a new project is created.

If you need change tax rate to existing Project file, you can use the [tax rate batch change].
For details, please refer "5-12. Set the tax rate".

12



SmaPri Designer Operation Manual

]
- Uninstall

1) Open the [Control Panel].

2) Select [Programs and Features].

3) Select "SmaPri Designer" on the installed programs list and click the [Uninstall] or

[Remove] button.

4) A confirmation message is displayed. Select [Yes] to uninstall.

13
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Tool display language
- Option settings

SmaPri Designer language is displayed in the following languages as it depend the installed

operating system language.

Operating system language is Japanese: Displayed in Japanese

Operating system language is not Japanese: Displayed in English

- Change the language

1. On the menu bar, select [Tool] > [Settings].

2. Select [Language] with the language tab.

Tool settings @
| Tax rate | Prirter ||-EIHEUEIEE| Optin:-r'||
| Erelish -
(014 ] [ Cancel

14
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The 2nd

Basic

Operation

15
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Display of the buttons

- select/unselect

Many kinds of actions are performed when you click the buttons on the SmaPri Designer
window.
The selection state of the buttons in SmaPri Designer is shown below.

(The background color and the selection color may differ according to the settings of the

operating system of the PC being used.)

- Object bar selected state/unselected state

<Selected state Unselected state
Strin
gpricj ’7 select R select
e

(D) bate time

123] counter

[ Fixed graphic

E Switching grap

T Line

[JFrame

EEE Tabile

ESC
=L Cormmand

- Toolbar selected state/unselected state

Selected button Unselected button

RQ@EHE—

- Data window selected state/unselected state

—a—— Selected button Unselected button

B

16
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Mouse cursor

- select/change

The shape of the mouse cursor displayed in SmaPri Designer changes according to the
operation that can be performed at that time.

* The mouse cursor shapes may differ according to the PC settings.

% Normal cursor : The normal cursor.
+ Cursor when pasting objects : The state when objects are ready to be pasted.
%, Selected object cursor : Moves the position of the pasted object.

.~ Size modification cursor : Changes the object size.

- Selected objects and the selected object cursor

When an obJect is selected, a light-pink frame is displayed

object by dragging the object.

The object can also be moved by pressing the arrow keys on the keyboard while holding

down the Ctrl key.

- Selected objects and the size modification cursor

If you move the cursor to the edge of an object, the cursor

A . E changes to the size of modification. Drag this cursor and you

:/can change the size of certain objects like barcodes and

graphics.

17
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Window configuration

- Window configuration

The SmaPri Designer window has the following window configuration.

The screen configuration can be modified by showing or hiding items and by moving windows.

Menu bar: This part displays the menus that can be Toolbar: Often used functions included in the
used with the active window. menu bar that have been turned into icons.
gl Project(10-21 \-5).5] = i Dest =l
File Fdit _view _Insert Tool _ Window _ Help
- g o] O |y, O 2L @ ix ammm |y 625 mm HCECT
i [2] Samplel - Print layout =N Eoh =~ 3 Project -
Sheet rotation: Rotate Tt:' Csstisiasstisaassdiiiaiossdassaly R \
0 4 -] Grougl
the paper 0 degree / 90 ] NATO -y
J | Ak . Y Project window: This part
degree /180 degree / 1| IRIGA DESCRIZTIONE: i
i displays the levels o
270 degree ] Input methad p y
3 © Fix created data. Right click on
Switching graphic 7 @ Key input .
/ﬂ?“"ﬁ = o reieened - data and it can be
——alo1234as5|l678907 manipulated.
Object bar: Select the object you $9999 a9 Functian
wish to print and click the design -
window to paSte that ObjeCt_ alnput screen #of data 16 =/ Digits
4 Data
| [R1G4 DESCREIONE
[ (2] Samplel - Print layout = EER |
el o NDetailll)..
| » 1 EIEIE strine
2 Barcode Barcode ay

Price Frice Frinter %5(1 717} hd

rint quantity) |Guantity

@sign window: This part is for laying out

a0 =j| Data window: This part
the design of the label. (Switch display with configures the selected
input screen design window) _kobject.
Multiple overlapping design windows can \
be displayed. Up to 30 windows can be
opened at one time, but if many windows ... Input screen design window: This part configures the input
are opened simultaneously, the operation of |~ screen order settings displayed on the smartphone.

w PC may slow down. \(Switch display with design window)

Basepoint of object
The basepoint of selected object is indicated by green square and there are two patterns.
- Single object (not grouped): Upper-left corner of the object.
- Grouped objects: Vertical position and horizontal position, respectively the minimum value

in the group.

E(Strill;!gB) i

18
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Toolbar

- Toolbar

You can use the operations below by clicking the buttons on the toolbar.

Button

Function name

Function

New

Creates a new file.

Save project

Saves the project file

Import sample

Accesses the sample folder and imports a file

Add file

Imports a tool related file

Preview test print

Print preview check and label print instruction window.

Data output

Writes the created data to the specified output destination

Qa2 ¥ 2| J/¢ Fu E|IiD

Undo Undoes the operation (10 max)
Redo Restores the operation (when [Undo] is used, 10 max)
Cut Cuts the selection
Copy Copies the selection
Paste Pastes the selection
Show help Displays the help
Horizontal Specifies the horizontal position of the selected object
: ad position After entering a numeric value, press the Enter key to confirm
Vertical Specifies the vertical position of the selected object
' position After entering a numeric value, press the Enter key to confirm
Align left Aligns multiple selected objects to the left
Align right Aligns multiple selected objects to the right

Align horizontal center

Horizontally aligns multiple selected objects to the center

Align even horizontal

Aligns the horizontal position of multiple selected objects to be even

Align top

Aligns multiple selected objects to the top

Align bottom

Aligns multiple selected objects to the bottom

Align vertical center

Vertically aligns multiple selected objects to the center

Align even vertical

Aligns the vertical position of multiple selected objects to be even

Rotate Rotates the selected object
Zoom in Zooms in the window display
Zoom out Zooms out the window display
Normal Switches the normal display size

s RGeS i

Align with screen

Fits the display size to the screen

19
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Design window

- Design window

On the design window, you can paste objects and change their size.

You can check the status of items by their color and how they are displayed.

-

Red text:
ltems in the error state.

1

[ [2] Sample1 - Print layout Place the cursor over the item when selected
'_1|10|11|l|11|11?11|l|11|l|11|1|11| tOdiSplayerrordeta"S-
— T
A S
| swares e
. RIGA DESCRIZIONE < Bluetext:
] Items to input when printing.
2 IBNHNO1L234S5 |l678907
Black text: PRICE
Fixed data items. [ B ( Pl‘lce)
\ 1 ."'34 ", \ /(
30 Gray: }
Iltems not printed.
[%lnputscreen Number of fieldsrapes br
Data: (Item name): Items to input when printing that are

ltems set with fixed data or initial

data.

N\

not set with initial data. The frame size is an area of
the number of digits configured by [Digits].

4

| PRICE

(Price) |

20
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Input screen settings

2-6

- Input screen settings

You can change the settings for the input order when printing.

Barcode 1
Price
(Print quantity) |Quantity

Mave up Mave lowet

m Layout [g Input screen Number of fields: 4 / 200

Setting items  Contents

Move up Moves one selected row up in the list.

Move lower Moves one selected row down in the list.

Setting screen

Shows the item name of "Key input (data)" objects pasted

Name
on the layout screen.

Shows the type of "Key input (data)" objects pasted on the

Type
layout screen.

21
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2-7

Object bar
- Object bar

Paste the objects listed below on the design window to create the layout.

Price
=

ESC
= Camrmand

Contents

Objects

Select Selects objects on the design window.
String Pastes a string object.

. Pastes a price object.
Price

The tax rate and discount rate can be configured.

Barcode Pastes a barcode object.
Date time Pastes a date and time object.
Counter Pastes a counter object.

Fixed graphic

Pastes a fixed graphic object.

Switching
i Pastes a switching graphic object.
graphic
Line Pastes a line object.
Frame Pastes a frame object.
Table Pastes a table object.
Command Pastes a command object.

22
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Project window

- Project window

The project window is the part that displays and manipulates the list of files in the project.

Project 1 x

E Project ~

= E Project
(=165 Print layout
i ?ﬁ Grroup1
Right click to
i i [2] Sample | di I th
£-48 Table ISpla € menu

Q&u [1] Table 1 play

Number of layouts: 2/ 200

The types of files below can be displayed and manipulated.

Type Menu Details

New group Creates a new print layout group
New print layout Creates a new print layout
New table Creates a new table
Project :
Graphic table Creates a new graphic table
New graphic Creates a new graphic
Project settings Project operations
New group Creates a new print layout group
Print layout folder
Paste *1 Pastes a print layout group
New print layout Creates a new print layout
Cut Cuts a print layout group
Print layout group - -
Copy Copies a print layout group
Paste *1 Pastes a cut or copied print layout
Delete Deletes a print layout group
Open Opens the print layout editing window
Cut Cuts a print layout
Print layout Copy Copies a print layout
Delete Deletes a print layout
Settings Opens the print layout settings window
New table Creates a new table
Table folder New graphic table Creates a new graphic table
Paste *1 Pastes a cut or copied table file

23
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Open Opens the table editing window
Cut Cuts a table
Table
Copy Copies a table
Delete Deletes a table
Open Opens the graphic table editing window
Cut Cuts a graphic table
Graphic table
Copy Copies a graphic table
Delete Deletes a graphic table

Note 1: When pasting, for example, when copying and pasting a print layout file, it can be

pasted when the level directly above it is selected, in this case a print layout group.

Switching the display
The project window can display items by type such as layout and table, in addition to the
project tree view.

You can easily check free print layout numbers by displaying items by type.

o x
'I-EL?.‘T_L] Print layout
H-ﬁ Giroup 1
\ O
ol Al & -4
o x

h
EIIHE Print layout

I
g Table

-4 [1] Table 1

I. Mo, Table Name

Number of layouts: 2 / 200 ﬂ able |

Number of layouts: 2/ 200

24
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Coordinate unit

- Coordinate unit

Choose unit of length from mm / dot / inch.

As the selected unit is saved in the SmaPri Designer settings, the unit will be used for all files in

the project.

File Edidmnsert Tool  Window  Help
‘Q - >@ Toolbar v by [k @ )
Project window
R Select Data window layout
A String Status bar 'IEF: i |'I1IU: i
Sheet rotation 3
=k Price || Coordinate unit 3 - mim
||||||| Barcode Ht Grid dot
@ Date time | @ Zoom in inch
@Cﬂunter &, Zoom out
Mormal
E Fixed grap! Align with screen

25
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The 3rd chapter

Basic Setup

26
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Startup of SmaPri Designer

- Startup

When starting SmaPri Designer from a shortcut icon and when displaying a created project
file, the USB type HASP which is your license key must be plugged into the PC to be used and

recognized.

If the license key is not recognized, the following message is displayed.

SmaPri Desigher @

I Invalid license. It works as an evaluation version. It can not use
£%% for commercial usage.
It can be used 30 days as an evaluation version.

Note: The license key
When use format files (printing files) output when the license key cannot be recognized, a

warning message will display when printing from SmaPri Driver.

SmaPri Designer will no longer start when the 30-day evaluation period has expired.

Please purchase a license.

27



SmaPri Designer Operation Manual

Select the project

- Project

This window is displayed when SmaPri Designer starts.

Select whether to create a new project or to specify an existing project file.

Select project @
= _———
MNew Erowse

Cancel

Setting items Contents

New Creates a new file.
Browse Browses for an existing file.
Cancel Quits the selection window
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Select the printer

- Select the printer

This window displays the list of printers that are compatible with SmaPri.
Select the printer to connect to with the smartphone on the printer icon list.

After selecting the printer, click the [Next] button to go to the next window.

When SmaPri Designer is installed and first started, either the Japanese printer category or
the international printer category is displayed according to the language of the operating
system.

- Operating system language is Japanese -> Displays Japanese printers

- Operating system language is not Japanese -> Displays international printers

- Select the printer

1) On the menu bar, select [File] > [Project settings].

2) The printer can be changed from the printer tab.

Project settings ? *
Printer
Select the tvpes to be uzed.
= ol ™
PN (Internationall  MB200LMB20T
: 'l‘. ﬂ
W'
ME400 MEB410i CTa-L¥ DTATT 203
(Ihternational)
< <
Bi V V
CT4-L DTATTA0G CiG208 CiG212
(Ihternational)
W

The printer selected on this window affects the maximum and minimum paper sizes, the font
and barcode types, and the printer control functions, so always select the printer that will be

used.
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Paper settings

- Paper settings

Set the type of paper to be used, the sensor type and the paper size.
Values modified on the layout default settings window become the initial values when creating

subsequent new layouts.

Project settings (-2 sl

Paper
Select the paper to be uszed.
Adjustable (labely -
Sergor type
[I—mark label v]

Paper zize

Height 50 | mm Width 50 = mm
[ oK ] [ Cancel ]

Setting items Contents

Select the paper to be used Selects the paper to use.

Sensor type Selects the sensor type to use.

Paper size Enter the paper size to use.

Sheets typically used with the configured printer are preregistered on the sheet selection list.
If you select a sheet size other than free size, those settings are automatically reflected in
sensor type and sheet size. After selecting these sheets, the sensor type and sheet size can be

modified.

| Adjustable (label) -

fdjustable (label)
fdjustable (tag)

Free size loensor dizable) If Free size (Sensor disable) is selected...
Sensor type: Continuous (Label size)
' Paper size: Height 50 mm, Width 50 mm

\_ is automatically reflected in the settings

Sensor type

Continuous(Label size) - ]

Paper zize
Height |50 = mm Width |50 2 mm
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|

- Advanced

The advanced settings configure the details of the printer operation.

Values modified on the layout default settings window become the initial values when

creating subsequent new layouts.
Advanced ? >
[] Print speed set
[] Print darkness set
Label gap
W
Left 1.5 mih Right 15 mim
Print Offzset
Wt 0 mim Hr. 0 mim
Batch marking Da not
Cutter Never w Guantity
Cut position i mm Ejection cut
Direction Forward ~

Setting items Contents

Print speed set

Move the slider bar by dragging it to specify the print speed for the printer.

If the check box is not selected, the setting on the printer is valid.

Print darkness set

Move the slider bar by dragging it to specify the print darkness for the

printer. If the check box is not selected, the setting on the printer is valid.

Label gap

Specifies the horizontal and vertical gap size for the label.

linerless label

If the check box is selected, the label gap setting is invalid.

Print Offset

Sets the overall print offset values for the layout.

Batch marking

Configures whether or not to print batch marks.

Cutter Specifies the cutting method.

When cutting at the specified quantity is selected, specifies the quantity to
Quantity

cut at.
Cut position Specifies the cut position from the center hole.

Ejection cut

Configures whether or not to perform an ejection cut after printing finishes.

Direction

Specifies the paper ejection direction.
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- About cutter mode

The printer will operate as displayed in the diagram below when each cutter operation settings are set.

Label ‘ [Ejection cut] Checked [Ejection cutl] No Check

EEEEE
] ]:

Cut the specified quantity

wemsssseon [ [V ]] | OO

settings that cut the third sheet.

—
_____J
—
_____J
—
_____J
—
_____J
—
A

)
X
)
A
)
i —
)
N —
)
=

Tag [Ejection cut] Checked [Ejection cut] No Check
Never o o o o o o o o o o
Each cut o o o o o o o o o o

Cut the specified quantity

When printing 5 pieces wit the o o o o o o o o o o

settings that cut the third sheet.

. cutter

RT308R The cut position that when printer is used FEED button offline state.

ST3xxR The cut position that when printer is used ejection cut button.

- Explanation of paper setting terms

- Label gap
4 N
p Left/right (horizontal)
N
S ) The distance from the edge of the label backing on the label.
T VE (vertical)
7 ™
AN The distance from the end of the previous label to the start of
the next label.
N\ J
*Left/right: 1.5 mm, Vt.: 3 mm are SATO's normal values.
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e
- Journal paper

Journal paper is like a receipt paper.

The sensor type can be selectable from “Receipt paper (Label size)”,” Receipt paper (Print

end position)”,"Receipt paper(variable length)”

When “Receipt paper (Label size)” is selected, the paper size specified in the layout

settings will be applied.

When “Receipt paper (Print end position)” is selected, printing will stop at the end position

of print objects.

SATO Market

I tmel ¥100
| tme? ¥250
| tme3 ¥300
TOTAL ¥6580

The stop position of “Print end position”

The stop position of “Label size”

“Variable length” is used to print multiple layouts in combination. When “Variable length” is

used to print single layout, it is printed to layout setting size Similar to the “Label size”.

- Batch marking

Batch mark

O \%
% This feature will apply ink on the side of the tag so tags stacked in

the stacker can be easily sorted.

The batch mark is applied on the side of the first tag.
The space that it is possible to put batch marks on is the specified

quantity and print unit.
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 Print offset

Print offset corrects the overall print position.
When the printed position of the tag deviates from

the intended position, even if the paper was

correctly set, you can adjust the print position by
entering the offset values.

For vertical, positive values move down, negative

uonoaIp Julid

values move up.

For horizontal, positive values move to the right,

negative values move to the left.

Print Offzet
Wit 1 mm Hr. =25 mm

~~

AT
12600

uonoaIp JuLd

- Cut position (Only when tag is selected)

The distance between the center point of the tag's center hole and the cut position.

U
=h
>
~*
=
=
®
0
=
o
=]

- Ejection cut
A feature that feeds the printed paper inside the printer and cuts it when printing is

finished.
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Tax and discount rate settings

- Tax and discount rate

This tab sets the calculation method for price items on the layout to either a tax calculation or

discount calculation.

On a single layout, either a tax calculation or discount calculation can be configured for the

calculation setting.

The values set on this tab are reflected in the initial values when creating new layouts, so you

can save the work of having to set these values for each layout by setting the standard values

in advance.

Layout settings

@ Tax rate msz|%

() Dizcount el %

Paper Tax and discount rates  Gurrency

Chanee rate

Cancel

Setting items Contents

Tax

This item makes it possible to set the tax rate calculation with price
items on the layout. The following values can be calculated.

1. With the value that was input as the unit price, the tax inclusive

price and tax price value can be calculated.

2. With the value that was input as the tax inclusive price,

the unit price and tax price value can be calculated.

[Change tax rate]
button

The tax rate value can be modified.

The tax rate value can only be set as an integer.

Discount

This item makes it possible to set the discount rate calculation with
price items on the layout.With the value that was input as the price

before discount, the price after discount and the discount amount can

be calculated,
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/
? % ( Different than the tax rate, the discount

rate often has a set value that differs for

Layout settings

Eaper| Texiand discount rates: [Eurency each layout, so it is only displayed on
® Tax rate s % / the layout default settings window.
O Discount 7= % hsean ] On the layout settings window, not just

the tax rate, but the discount rate can
also be changed. j

Note: Setting the right of the decimal point
If the decimal point of the value has been set in the older version, the following warning message is
displayed and the decimal point is truncated to integer.

SmaPri Designer @

. The value with decimal point is set to the discount rate [10.5%).
_Jé It is truncated to integer
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Currency settings

- Currency settings

This tab is to configure the displayed symbols that include the currency symbol for the price

items on the layout. The initial value is the currency symbol configured on the PC.

Layout settings (B ]
| Paper | Tax and dizcount rates | Currency |
Currency sy mbaol $ -
Decimal separator svmbal | -
Cigit separator symbal | -

Print zera (0]

[ oK ][ Cancel ]

Setting items ‘ Contents

Select from the "¥", "$", and "€" symbols, or you can also enter
Currency symbol
the desired text within 5 characters.

nn

Select from the "." (period) and "," (comma) symbols, or you
Decimal separator symbol
can also enter the desired text within 3 characters.

mn

Select from the (period), "" (comma), and " " (space)
Digit separator symbol symbols, or you can also enter the desired text within 3

characters.

When zero value (0) is entered as a price object, it prints with

currency symbol and "0" if this check box is selected. If the
Print zero (0)
check box is not selected, currency symbol and "0" will not be

printed but it will become blank.
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The 4th chapter

Data Window

Explanation
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File properties

- Group - Print layout - Table

- Project

- Project
This window configures the project information.

You can configure the settings for the project overall and the initial values when creating a

new layout.
Data a1 x
Project name |(Sample F.J @

QAT name f

[ Project gettines... ]

[ Lavout default settings.. ]

Setting items Contents

ProjectName Shows the saved file name as the project name.

Sets the field name to be used for Print Quantity.

When the field is left blank, it will display as "Print
QTY name

Quantity".

Set the QTY name to 16 or fewer characters.

[Project settings] button This button opens the project settings dialog.

[Layout default settings] button | This button opens the layout default settings dialog.

- Project settings dialog

Modifies the settings for the entire project.

Printer tab

Project settings ? X

Printer

Select printer type and create the data layout.

Select the types to be uzed.

ME400i

PWANE (International)

.-

ME410i

ME200i/MB201i

CT4-L¥ DT/TT203

If you change the printer type, the fonts and
other settings configured for the layouts may

be changed.

{Thternational)
] - After changing the printer type, always open
pi I .
OT4-LX DT/TT309 oGans oGa the existing layouts and check their contents.
ternationa
W
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Layout default settings dialog

Sets the initial values when creating new layouts.

Note: Layout settings
To modify the settings for existing layouts, configure them individually using "Layout settings".
The settings in "Layout default settings" are not reflected in the existing layouts.

Layout default settings [~ 7|3

Paper |Tax and dizcount rates I Currency
Select the paper to be uged.
| Adjustable {label) -]
Senzor tvpe
[I—mark label v]

Paper zize

Height (50 2 mm Width |50 2 mm
[ Ok ] [ Cancel ]

Setting items ‘ Contents

[Paper] tab Opens the paper settings tab.

[Tax and discount

Opens the tax and discount rate settings tab.
rates] tab

Opens the currency symbol, decimal place symbol and separator
[Currency] tab

symbol settings tab.

- Group
This window configures the record data (print layout) group information.
Data 3 x| Group name
Group name  Groupl @ Set Group name.

Note: Group name

The group name is used for management in
SmaPri Designer. It is not reflected when
printing.
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e
- Print layout

This window configures the print layout information.
The values set here are reflected in the layout currently being edited.

Print layouts can be registered up to 200 layouts in a single project.

Data o x
Fecord name Samplel @
Fecord Mo. 2 =

Embedded TrueType font

ﬁﬁ [ Layout settings..

Setting items ‘ Contents

Sets the name of the record data (print layout). Sets the
Record name
name to 32 or fewer characters.

Sets the number of the record data (print layout).
Record No.
This number is used when calling the data during printing.

TrueType font can only be used for the string object when
Embedded TrueType font | you set the input method as [key input]

This function cannot be used with reference/concatenate.

[Read-only] button Prohibits overwriting the modified contents.

. Opens the layout settings dialog (paper information, tax and
[Layout settings] button
discount rate settings).

About the TrueType font embedding function
This function enables you to use Windows fonts for the string object by including the

Windows fonts selected on SmaPri Designer in the format files.

Notes: Preview and the printed results

Because of the differences in the Windows operating system that SmaPri Designer runs on and the Android
operating system of the terminal that will print, the preview and the printed results may differ due to the
specified font type and input text.Always check the printed results beforehand.

Examples where the preview and the printed results differ

1. When using the automatic line feed function, the position of the line feed may differ for the preview and
printed results.

2. When the input character is not contained in the specified font, a substitute font may be used for printing
or the character may be corrupted.

3. When a special font such as a symbol font is used, the preview and printed results may differ.

Example: When the font type is "Symbol" and "a" is input, the preview shows "a", but the printed result is
"a".

The group name is used for management in SmaPri Designer. It is not reflected when printing.

|
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N
- Table

This window configures the table information.
Tables can be registered up to 99 tables in a single project.
For the table, one data table allows you to register 1,000 entries and one graphic table

allows you to register 5 entries.

Data & X| Table name
Table name  Table! @ Set the table name.
Table Mo. 1 L
Table No.

Set the table number.

* For a graphic table, fixed as table No. 100.
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Object properties

- String - Price - Barcode - Date time - Counter

- String object

This window configures the settings for the string object.

Data 1 x
Ttem name Stringl @
Input method

7 Fix
@ Key input (data)
() Reference / Concatenate

Setting items

Item name

Sets the item used in the layout design.When the input method is [Key input (data)], this
can also be displayed as the input item name.
When no value is set for [Data], "(item name)" is displayed on the design window in blue

text. The item name can be set up to 16 digits.

Input method

Fix Uses the value set for [Data].
Key input Uses the value that be input when printing. The value set in [Data] is the initial value.
Reference / | Copies an object, keys in fixed values and uses a value made of multiple object values
Concatenate combined.
[Advanced] ) ]

Opens the advanced settings dialog.
button

- Input method(When Key input (data) is selected)-Advanced settings

dialog

This dialog configures the check method for input data when input.

Input check,

Data processing Input detail [~ %[5 Setting items

Input check

Mumber of digits [

Mot checked P ]

You can set one of the following: not checked, all

Character type [

Mot checked v] Number of

digits require input, input required (blank prohibited),
digits
or 0 inputs prohibited.

You can set one of the following: not checked,

Character numeric only, alphabetic symbol only, kana only,

type alphanumeric symbol only, kana numeric only, or

kana alphabetic symbol only.
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- Input method(When Reference / Concatenate is selected)-Advanced

settings dialog

The dialog configures the details of the data reference/concatenate settings.

3

o o

Reference / Concatenate Detail [~ B[zl
Humber -
Ma. Type Data gitair;t of fidded tvpe i
S digits
1 |Browse String? 1 7 O-filling for right..
2 Fix 12345 b

m

-

Total |12 Digits

Setting items Contents

Selects the type of data to concatenate.

Type Fix: Sets the value set in "Data".
Browse: Duplicates the value of another object.
Data Selects (when referencing) or inputs (when fixed) the data to set.
Start digit Specifies which number of digit of the source data to start duplicated from.

Number of digits | Data that is the target for duplication is always duplicated from the left

Specifies number of digit of the data to be duplicated from the start digit.

justified with space filled state.

Added type

Specifies the filling method for digits when the number of digits in the

referenced data is not sufficient.

- Added type items

Added type Filling method Example

If the number of input digits is not Number of input digits: 5 digits, input:
Not fill sufficient, the actual data is not modified. 120

=120

If the number of input digits is not Number of input digits: 5 digits, input:
Space-filling

sufficient, the end of the actual data is filled |120
for left

with the number of digits worth of space = 120ss (s equals one space character)
alignment

characters.
Space-filling If the number of input digits is not Number of input digits: 5 digits, input:
for right sufficient, the front of the actual data is 120
alignment filled with the number of digits worth of =s5120 (s equals one space character)
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space characters.
If the number of input digits is not Number of input digits: 5 digits, input:
0-filling for
—_— sufficient, the front of the actual data is 120
rig
filled with the number of digits worth of "0" |= 00120
alignment
characters.
Function
[] Table
# of data 10 L& Digits
Data
Setting items
Function

Sets the corresponding item to a conversion table.
Table

Select a table in the project with the list box and specify the table number to reference.

Specifies the maximum number of digits for the [Key input (data)] data. The maximum number

# of data | of data digits that can be set is 1000.

When using [Table], this specifies the maximum number of digits for the table reference value.

Data
Sets data to the item.
When the input method is [Fix], the data set here is printed without modifications.
Data For [Key input (data)], the data set here is used as the initial value for the input item when printing.

(This becomes a fixed value when [The input value is made a fixed data] is selected in the detailed
settings.)

When using [Table], the value in the table converted with the data set as the key is printed.

Dataset * This item can not use in SmaPri Designer
[Detail]
button

When Input method [Key input (data)] is selected, display the detail setting dialog.

- Data-Detail settings dialog

o

Detail E=B|<=} ] Setting items
Referance method Reference method
The input value iz made a fixed data. The input value is made a fixed data
*The digit number input to data can be assumed ) )
to be a fixed data, and only The followine digits This check box uses the value that is entered for [Data]
be input on The input screen. It becomes an initial . L .
value that can be overwritten when there is no as fixed data and not as the initial value. Input is
check.

possible after the value set with [Data].As an example,
If 10 digits are set for # of data and 5 digits are input

in [Data], the number of digits that can be input when

printing is 5 digits.
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Dizplay

Font | Printer 45(17:17) -|

Wit zize pt Hr.zize pt 3
Fitch oo e pt

EEEERER
[] Mot printed

Setting items

Display
Selects the type of font.
Font Fonts that are named "Printer_XXXX" are SATO printer fonts.
The characters that can be used is different according to the font type.
Vt. size Specifies the vertical size of the font in points.
Hr. size Specifies the horizontal size of the font in points.
Pitch Specifies the pitch in points.
Justify left Left justifies the text when less than the specified number of digits.
Center justifies the text when less than the specified number of digits. This can
Center be specified when the font type is set to Windows font.
Right justifies the text when less than the specified number of digits.
Justify right * The proportional font is the position of the right edge differs according to the
content of the data.
Zero fills the text when less than the specified number of digits.
. The position to zero fill the text is listed next. For left justify, 0 is added to the
0-filling end of the data. For right justify, 0 is added to the beginning of the data.
Eample: # of data: 5 digits, right justify, O fill, data [120] = [00120]
Switches between horizontal text and vertical text. Depending on the font,
Horizontal /vertical* ) -
vertical text cannot be specified.
Line feed Specifies whether or not to break the line in a specified region.
Reverse black and
Prints inverse printing.
white
Not printed Select this check box to prevent the item from being printed.
[Advanced] button Diplays the advanced setting dialog.
* When set to vertical text, single-byte numbers, letters, and symbols in Designer
are displayed on their side, which is different than their actual printed form. a5
* Vertical text cannot be used when a Windows font is specified and the embedded :j\-
TrueType font function is used. %
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- String Display Settings-Advanced setting dialog

String Display Settings

Character adjustment

[7 |l

BEE

Line feed settings
Mewline digits
Fiow pitch

Line break svmbol

MHeyulineg symbol

0
0.0

Digits

-
¥

pt

-

Close

Setting items

the printer type and

Character adjustment :

These settings adjust the entire item, not single characters. The settings that can be used differ according to

character type.

Bold* Makes the text bold.

Italic* Makes italic text.

Underline Underlines the text.

Proportional Fills the pitch by the horizontal size of each character.
Justify top Justifies the text at the top of the designated printing region.

Justify vertical center

Justifies the text in the center of the designated printing region.

Justify bottom

Justifies the text at the bottom of the designated printing region.

Line feed settings

Newline digits*

Specifies the number of newline digits.

Row pitch Specifies the character pitch with reference to the previous line when breaking the line.
. When the specified symbol is in the data in the item, the line is forcibly broken
Line break P Y Y
The forced line break symbol can also be specified as a combination of 2 or more
symbol

characters. The specified characters are not reflected in the print data.

Newline symbol

The value set here is a guide when to break the line. When the word that is enclosed by
the values stretches into the next line, even when in the range of the digits and in the
region, the line is broken before hand when the previous word ends. The newline symbol

.
L

Digits

20
can be used when enabled automatic line feed. or newline digits

* Newline digits cannot be used when a Windows font is specified and the embedded TrueType

font function is used. And, bold and italic can not be set if the font itself does not correspond.

a7



SmaPri Designer Operation Manual

1
- Line feed setting details

Line feeds operate according to the line feed settings method as shown below.

Onion,Tomato,Beef,Flour,Pork,Sugar,Salt J
[ If newline digits are specified as "18"... ]
Oonion, Tomato, Beaf, [ If the newline symbol is specified as ","... ]
Flour, Pork,sugar,s| \
alt :
Onion,Tomato, Beaf,

Flour, Pork, Sugar,
salt

Rayon 65%¥nPolyester 30%¥nPolyurethane 5% J
o

[ If the line break symbol is specified as "¥n"... ]

Rayon 65%
Polyester 30%
Polyurethane 5%

- Line break function conditions

The line break settings change according to the font type and the input method.

TrueType font Newline Line break |Newline
Font type Input method Auto LF -
embedded digits symbol symbol
Fix Enabled Enabled Enabled Usable

Enabled/ Key input (data) |Enabled Disabled Enabled Not usable

Printer font

disabled Reference /
Enabled Disabled Enabled Not usable
Concatenate
Fix Enabled Enabled Enabled Usable
Key input (data)
Disabled
Reference /
Concatenate
Windows font
Fix Enabled Disabled Enabled Usable
Key input (data) |Enabled Disabled Enabled Usable
Enabled

Reference /

Concatenate
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- Reverse black and white

Inverse printing is valid for the extent of the specified object.

If you wish to arbitrarily specify the area to reverse black and white, paste a frame and
inverse printing can be done.

® 1. Paste a frame

e
®e
...'.Oouola00> o = o

2. Reverse the
frame

Right click on the frame and select bring to most forward on the menu.
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.
- Price object

This window configures the settings for the price object.

Data o x

tem name Pricel @
Ihput method

O Fix

@ Key input (data)

(") Browse

Setting items

Item name Sets the item used in the layout design.
Input method
Fix Uses the value set for [Data].
Uses the value that be input when printing. The value set in [Data] is the initial
Key input
value.
References the value of another [price] item as the tax or discount calculation
result.
Browse
Items that can be referenced are only those items with the price calculation
function turned on.
[Advanced]
Diplays the advanced setting dialog.
button

- Price-Advanced setting dialog

This dialog sets the input range.

o =

Price detail R
Setting items
Thput ranee
Minimum value | n Input range

Mazximum value 9999999999 : . Sets the minimum value for
Minimum value

input.
°

Sets the maximum value for

Maximum value

input.
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# of data i} = Digits

-

Data

Setting items

Specifies the maximum number of digits for the [Key input (data)]. The maximum number of

digits is 10. To set a value after the decimal point, the decimal point is also included in the

# of data number of digits. You do not need to consider the currency symbol or the number of digits to
fill.
Data
Sets data for the item. When the input method is selected as [Fix], the data set here is printed
Data without modifications. For [Key input (data)], the data set here is displayed as the initial value

for the input item when printing. The decimal point can only be input when Decimal point is set

to a value other than 0 with [Advanced] under [Display].

Dataset * This item can not use in SmaPri Designer

Digplay

Font [ Printer_+5(17x17) - l
Vi zize pt Hr. szize pt
Pitch oo s pt

1

Currency
EEN
[ Mot printed

Setting items

Display
Selects the font type. "Printer_XXXX" are SATO printer fonts.
Font That can be used characters is different according to the font type.
Vt. size Specifies the vertical size of the font in points.
Hr. size Specifies the horizontal size of the font in points.
Pitch Specifies the pitch in points.
Currency Sets the currency format for the price.
Justify left Left justifies the text when less than the specified number of digits.

Right justifies the text when less than the specified number of digits.
Justify right
* The right edge position of the propotional font differs according to the data.

O-filling Not selectable

Reverse black/white | Prints inverse printing.

Not printed Select this check box to prevent the item from being printed.

[Advanced] button Displays the advanced setting dialog.

51



SmaPri Designer Operation Manual

- Price-Advanced setting dialog
This dialog configures the detailed settings for the price item.
Price Display Detail | 7 |[n239]

Character adjustment

B||l/||U
BEE

Currency format (User defined)

Currency mark,

Digit =eparator ez -

i

Sl

Decimal point 1] =

Character adjustment:

These settings adjust the entire item, not single characters. The settings that can be used differ according to

the printer type and character type.

Bold Makes the text bold.

Italic Makes italic text.

Underline Underlines the text.

Proportional Fills the pitch by the horizontal size of each character.

Justify top Justifies the text at the top of the designated printing region.
Justify vertical center Justifies the text in the center of the designated printing region.
Justify bottom Justifies the text at the bottom of the designated printing region.

Currency format (User defined):
When the currency format is changed, the selected format in the currency format list will change according
[(User defined)].

Currency mark Sets the position to fill in the currency symbol.
Digit separator Sets whether or not to have a digit separator.
Decimal point Sets the position of the decimal point.

Cthers

[] Use price calculation ‘

Setting items

Others

Use price calculation | Tick the [Use Price Calculation] when refering to another price object.

[Advanced] button Displays the advanced setting dialog.
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.
+ Price calculation- Advanced setting dialog

This dialog configures the price calculation function.

Price calculation 7 *

Price calculation

Calculation process

Founding Found off w

Digits for rounding | One decimal place  «

Tax rate m %

Deszcription

Thig will calculate price include tax and A
tax amount from entered price before tax.
[Layout design method]

Price 1: Price before tax (thiz variable)

Price 2: Price include tax

Price 3 Tax amount for Price 1

[Calculation of fractionz]

[Founding] [Digits for rounding] settings v

Close

Setting items

Price calculation

Sets the calculation process method.

The setting item is different according to the [Tax rate/Discount] settings in

Calculation _
the layout settings.
process
[Tax rate] :[None],[Tax included],[Tax excluded]
[Discount] : [None],[Discount percent]
Rounding Sets the rounding method when calculating the tax rate or discount rate.

Digits for rounding | Sets the number of digits when rounding.

Tax rate/Discount | Shows the tax rate or discount rate configured for the layout

« Price "Currency symbol", "Decimal separator symbol" and "Digit separator symbol"
For the values of these items, the specified values are displayed on the currency tab in the

layout settings. To modify those values, select the drop down currency list.

Layout settings @
| Paper I Tax and discount rates | Gurrency il
Gurrency gymbol $ -
Decimal separator symbal | -
Digit separator symbal | -
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- Barcode object

This window configures the settings for the barcode object.

TIPS
- Create a barcode with variable length digits

Please refer to 5-15. Creating a barcode with variable length digits.

- Include line feed codes in QR code

Please refer to 5-16. Include line feed codes in QR code.

Data 1 X

3

Item name Barcodel @ l

Ihput method
@ Fix
() Eey input (data)

(") Reference / Concatenate

Setting items

Item name Sets the item used in the layout design.

Input method

Fix Uses the value set for [Data].

. Uses the value that be input when printing. The value set in [Data] is the
Key input
initial value.

Reference / | Copies an object, keys in fixed values and uses a value made of multiple
Concatenate object values combined. .

[Advanced]
button

Opens the advanced settings dialog.
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- Input method(When Key input (data) is selected)-Advanced settings dialog

This dialog configures the input check settings.

Dstaprocessing Input detai SRl Settingitems

TrEwt el Input check
Mumber of digits | All digitz require input You can set one of the following: all digits
Number
Character type Mumeric anly require input, input required (blank prohibited),
of digits
GAD check utomatic generation v] or 0 inputs prohibited.
You can set one of the following: not checked,
Character ) )
numeric only, alphabetic symbol only, or
= type )
alphanumeric symbol only.
You can set none, automatic generation, or
C/D check against input data.
check * Certain types of barcodes cannot be

configured with the C/D setting.

- Input method(When Reference / Concatenate is selected)-Advanced settings dialog

This dialog configures the data reference/concatenate settings.

Reference / Concatenate Detail =
Mo. Type Data git:i;t Elfur.'nber Added type -
digits
1 |Fix 49 2
2 |Browse Price1 1 i I=filling for right.. L
& 8 |Browse | Code 1 i 1
4
b
3 | 4
7 -
Total |12 Digits

Setting

Contents
items

Selects the type of data to concatenate.

Fix: Sets the value set in "Data".

Type
Binary (QR code only): Sets the value set in "Data" as binary data.
Browse: Duplicates the value of another object.

Data Selects (when referencing) or inputs (when fixed) the data to set.

Start digit | Specifies which number of digit of the source data to start duplicated from.

Specifies number of digit of the data to be duplicated from the start digit.
Number of
P Data that is the target for duplication is always duplicated from the left justified with space

igits
filled state.
|
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I ————————————
Specifies the filling method for digits when the number of digits in the referenced data is not

sufficient.

- Added type
Added type Filling method Example

e T If the number of input digits is not sufficient, |Number of input digits: 5 digits,
ot fi

the actual data is not modified. input: 120 = 120

If the number of input digits is not sufficient, | Number of input digits: 5 digits,
Space-filling for
the end of the actual data is filled with the input: 120 = 120ss (s equals one
left alignment
number of digits worth of space characters. space character)

If the number of input digits is not sufficient, | Number of input digits: 5 digits,
Space-filling for

the front of the actual data is filled with the input: 120 = ss120 (s equals one
right alignment
number of digits worth of space characters. space character)
If the number of input digits is not sufficient,
0-filling for right Number of input digits: 5 digits,
the front of the actual data is filled with the
alignment input: 120 = 00120

number of digits worth of "0" characters.

Function

[] Table

¥ of data 12 | Digitz 3
Data
000000000000

Setting items

Function
Sets the corresponding item to a conversion table.

Table Select a table in the project with the list box and specify the table number to
reference.
Specifies the maximum number of digits for the [Key input (data)] data. The
maximum number of data digits that can be set is 99.

# of data The start/stop code and the C/D auto check digit are not included.
When using [Table], this specifies the maximum number of digits for the table
reference value.

Data
Sets data to the item.

Data When the input method is [Fix], the data set here is printed without modifications.
For [Key input (data)], the data set here is used as the initial value for the input item
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I ——————————————————
when printing.

(This becomes a fixed value when [The input value is made a fixed data] is selected in the
detailed settings.)

When using [Table], the value in the table converted with the data set as the key is printed.

Dataset * This item can not use in SmaPri Designer
[Detail] button When Input method [Key input (data)] is selected, display the detail setting dialog.
- Data-Detail settings dialog Setting items ‘
Reference method
Detail . . -
' -0l The input value is made a fixed data
Feference method K )
[7] The input valus is mads a fixed data. This check box uses the value that is entered for
o e A e o e s [Data] as fixed data and not as the initial value.
be input on The input screen. It becomes an initial . . .
Vﬁluekthat £an be overwritten when there is no Input is possible after the value set with [Data].As
CRECcH.

an example, If 10 digits are set for # of data and 5

Cloge

digits are input in [Data], the number of digits that

can be input when printing is 5 digits.

Dizplay
Barcode type |EAMNIZ -
Height 10,000

mm

Ak

Marrow bar |2 & x

m

Bar ratio
fAidd annaotation C/D auto add
Start code

Stop code

[] Mat printed

Setting items

Display

Barcode type Selects the type of barcode.
Specifies the height of the barcode.

Height The specification method of the height of barcodes with
annotations differs according to the printer type.

Narrow bar Specifies the narrow bar width.
Sets the barcode ratio.

Bar ratio Three types of barcodes can be configured with ratios:
CODE39, CODABAR, and ITF.

[Ratio setting] button Displays the [Ratio setting] dialog.
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|
Enables adding an annotation to the barcode.

Add annotation When an annotated barcode is selected for the barcode type,

this check box cannot be selected.

C/D auto add Enables automatically adding the check digit.
Start code/Stop code Configures the start code and the stop code.
Not printed Select this check box to prevent the item from being printed.
[Advanced] button Displays the [Barcode Display Detail] dialog.

- Bar arbitrary settings — Advanced settings dialog
When ratio setting is selected for barcodes that can be configured with a bar ratio, you can

set the desired ratio configuration.

Bar abitrary settings |0 o) | bk

Bar arbitrary settings

Bar arbitrary zettings

Marrow space line [ |2 dot . Specifies the narrow space width to
_ _ Narrow space line _

Wide space line 4 [ dot configure for the barcode.

Natrow bar line 1 |2 dot ) ; Specifies the wide space width to

Wide bar lin 3 |2 dot Wide space line

configure for the barcode.

Specifies the narrow bar line width
Narrow bar line

to configure for the barcode.

Specifies the wide bar line width to
Wide bar line
configure for the barcode.

- Barcode Display Detail- Advanced settings dialog

Barcode Display Detail @ Setting items
Annotation font details Annotation font details
Font BRI | Font Selects the type of character font to use for
on
Wertical size pt the annotation
Harizartal Siz pt Vertical size Sets the vertical size for the annotation.
Pitch 17 2] pt Horizontal ] ) )
- = P X Sets the horizontal size for the annotation.
size
Faw pitch 14 |= pt - - -
Pitch Sets the pitch for the annotation.
i Sets the distance from the barcode to the
Row pitch

annotation.
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« Barcode and two-dimensional barcode types
The types of barcodes and two-dimensional barcodes that can be configured with SmaPri

Designer and the calculation method when the check digit is added and the start and stop

codes that can be added are listed below.
CODABAR (NW-7) and CODE39 must have start and stop codes added.
When the check digit is added to CODABAR (NW-7), only numbers can be input.

Check digit calculation Start/stop code
method

CODABAR (NW-7) 7 check A,B,C,D,EN,T a,b,c,d,e,n,t
CODE39 Modulo 43 *
ITF Modulo 10, weight 3 -
JAN13/EAN13 Modulo 10, weight 3 -
JAN13/EAN13 with price C/D Modulo 10, weight 3 -
JANS/EANS Modulo 10, weight 3 -
UPC-A Modulo 10, weight 3 -
UPC-E Dedicated modulo 10 -
CODE128 A code - (Modulo 103) *1 -
CODE128 B code - (Modulo 103) *1 -
CODE128 C code - (Modulo 103) *1 -
GS1-128 (UCC/EAN128) - (Modulo 103) *1 -
GS1 DataBar Omni-Directional Modulo 10, weight 3 *2 -

GS1 DataBar

Stacked Omni-Directional Modulo 10, weight 3 *2 )
QR code (model 2) - -

*1: The check digit is automatically added by the printer. You do not need to add it to the

data. The check digit is not displayed in the annotation.

*2: The check digit that can be set with GS1 DataBar Omni-Directional and GS1 DataBar
Stacked Omni-Directional is the GTIN (trade item identification code) check digit. The check
digit to check the symbol configuration is automatically added by the printer.

- GTIN (trade item identification code) check digit (modulo 10/weight 3)

- Check digit (modulo 79) to check if the barcode symbol configuration is correct

The specifications for UPC-A, UPC-E, and standard carton ID GS1-128 that can be created
]
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with SmaPri Designer are listed below. Please be aware of the specifications when using the

barcodes.

Number Data processing/

Barcode C/D
of input input advanced Barcode data and annotation

type auto add
digits settings

Barcode: O fill + 11 input digits + C/D

UPC-A 11 digits Always on Not configurable
Annotation: 11 input digits + C/D

Barcode: 6 input digits + C/D

UPC-E 6 digits Always on Not configurable
Annotation: O fill + 6 input digits + C/D

Barcode: 00 fill + 17 input digits + C/D

GS1-128 17 digits Always on Not configurable
Annotation: (00) + 17 input digits + C/D
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- Date time object

This window configures the settings for the date time object.

Data o x

s

Item name Datel @

Thput method

(71 Mot add value

@ fAdd value 0 || Day -
fidd value reference
@ Field

[ 1) |

[] Chanee at printing [ Detail settinglM).. ]

Setting items

Item name The name of the item used in the layout design.

Input method

Prints the date on the terminal that issues the print instruction
Not add value
when printing.

When printing, adds the set value to the date on the terminal
Add value that issues the print instruction and then prints. Use this for

expiration dates and best-by dates.

Specifies the value to add to the date of the date time object.
Added value The maximum value that can be set is 9 for years, 99 for months,

and 999 for days and hours.

Add unit Select year, month, day, hour.

Prints by adding a value that references information input in
Add value reference
another field.

Data set * This item can not use in SmaPri Designer

Fiald Select a field name that you want to copy when you use [Add
ie
value reference].

o Select this check box when it is necessary to change the added
Change at printing o
value at printing.

[Detail settings] button | Displays the Detail setting dialog.
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- Add value reference -Detail setting dialog

This dialog configures the reference digits for the added value reference target field and the

separate description settings.

i

Advanced BBl Setting items
fidded value field reference Add value reference
) Al digits This setting allows you to specify all the
© Specified digits All digits digits of the added value reference target
Start 1 = Lenegth |1 = field
This setting allows you to specify arbitrary
Specified o
Description el digits of the added value reference target
igi
field.
Separate i | | Des
nEE * This item can not use in SmaPri Designer
description
Separate o ) . .
* This item can not use in SmaPri Designer
description
# of data 16 “| Digitz
Wi
Font [F'rinter_XS('I F170 ']
Vi size pt Hr. zize pt |
Fitch 0o b pt
Date format [ 4/ 1/9014 v]
Separator
Time format | &00 (Time-24) -]

Ek [ Mot printed

1

Settings

[T] Refer

Setting items ‘

This setting is automatically calculated from the number of digits for the string
# of data set by the date format, the separator, and the time format under View.
View
Selects the type of font.
Font Fonts that are named "Printer_XXXX" are SATO printer fonts.
The characters that can be used is different according to the font type.
Vt. size Specifies the vertical size of the font in points.
Hr. size Specifies the horizontal size of the font in points.
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Pitch Specifies the pitch in points.

Selects the date format.
Date format
When User defined is selected on the list, the [User defined] button is enabled.

Sets the character to separate the date view and the time view.
Separator
A space is set as the initial value.

Selects the time format.
Time format
When User defined is selected on the list, the [User defined] button is enabled.

Justify left Left justifies the text when less than the specified number of digits.

Center Center justifies the text when less than the specified number of digits. This can
be specified when the font type is set to Windows font.

Justify right Right justifies the text when less than the specified number of digits.

Justify Aligns the horizontal width of the characters in the designated printing region.

Reverse black and white Prints inverse printing.

Not printed Select this check box to prevent the item from being printed.

[Detail settings] button Displays the [Detail] dialog.

[User defined] button Displays the [User defined] dialog.
Settings

Active time printing * This item can not use in SmaPri Designer
View at printing * This item can not use in SmaPri Designer

Allows references from other items.
Refer
Please refer to the [Referencing the date time object] for details.

- Detail-Detail setting dialog

Setting items

.1

Deta o s

Character adjustment

Character adjustment :

These settings adjust the entire item, not single characters.

Sl

B||/||U _ _ _
The settings that can be used differ according to the character type.
E % g Bold Makes the text bold.
Italic Not selectable
Liloge

Underline Not selectable
Proportional Not selectable
Justify top Not selectable
Justify vertical center Not selectable
Justify bottom Not selectable
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]
- User defined

This dialog configures the user defined date format and time format.

These settings can only be configured when "User defined" is selected for date format or time
format.

The number of digits that can be set is 32 characters (double-byte 16 characters) or less including
the date, hour, minute, and separator.

User defined (-5 [l

Date format (User defined)

Day format

“Month/day" filling | I-filline for rieht alisnme |
Time format hb:imm

*Hour” filling | 0-tilling for right alignme - |
* Minute” filling [ 0-tilline for rieht alienme |

Cloge

Setting items ‘

Date format(User defined)

Sets the date format.

The date format can be specified by a combination of the letters below and characters
such as "/". However, a comma cannot be set.

[Available format]

Day format YY : Year (2 digit)

WW :Japanese calender (A.D. + lower 2 digits of calendar conversion value)
gggg : Era name (4 digits, acquired from user settings)

MM : Month

MMM : Month (letter notation)

DD : Day

Selects the filling method for a 1-digit month or day.
"Month/day"

i For YY, the year is O filled. For WV, it is displayed with spaces without filling.
illing

Arbitrary designations are not possible.

The time format can be specified by a combination of the letters below and characters
such as ":". However, a comma cannot be set.
[Available format]
hh: Hour (24-hour time)
Time format HH: Hour (12-hour time)
mm: Minute
TT: AM/PM
tt: am/pm
TTTT: Fai/F#% (Kanji)
"Hour" filling Selects the filling method for a 1-digit hour.

"Minute" filling Selects the filling method for a 1-digit minute.
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- Referencing the Date time object

When [Refer] is enabled from the settings options, [reference/concatenate] allows you to
select a format from other objects. Use this function to display the date and time in a barcode,

for example.

* The original date time object "Day of the week" information can be acquired as a
number only when references are allowed.

0: Sunday, 1: Monday, 2: Tuesday, 3: Wednesday, 4: Thursday, 5: Friday, 6: Saturday

Reference / Concatenate Detail @
Mumber -
Mo, Twpe Data gitairtt of fidded tvpe
S digits
F 1 |Bromse [ Date 1(rear-4) v] 1 4 0-filline for right..
Datel

1
2 Date 1{ Additional walue)
3 Date1('fear-4)
Date 1{(zar-2)
4 Date 1{JP *Year)
b
i
7

m

Date1{Era name)

Diate 1{Manth]

Date 1{Manth-Eng)

Diate 1{Day’)

Date 1{Time—24) i
Date 1{Time—12) —
Date 1{Minute) Total |4 Digitz
Date1EHM;PM))

Date 1(5F 41/ 1£)

I:tEH_Ia:.- of the week

- Referencing the added value from another object
When the added value is "Add value", "Separate description" is not selected, and "Refer" is
selected, the added value can be referenced from another object.
Other objects that can be referenced
- String object
- Barcode object
- Date time object (no self-referencing)

- Switching graphic (The added value can be referenced as the graphic entry number)
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- Counter object

This window configures the settings for the counter object. The counter can be configured to
increment or decrement one at a time.

The maximum number of counters that can be configured on a single layout is 8.

Data o x
Ttem name Counter 1

Tnput method
@ Fix
) Key input (data)

() Reterence / Concatenate

Setting items

Item name The name of the item used in the layout design.

Input method

Fix The value set for [Data] becomes the initial value for the counter.

Sets the input method to data that can be input (modified) when printing.
Key input (data) The value set in [Data] is the counter start value, and it can also be displayed on

the screen during printing.

Reference .
References the value of a separate item as the start value of the counter.
/ Concatenate

[Advanced] button Opens the advanced settings dialog.

- Input method(Reference / Concatenate)-Advanced settings dialog

The dialog configures the details of the data reference/concatenate settings.

Reference / Concatenate Detail 7|
Mumber
Mo Type Data glt;rtl Sigits Added type
» 1 |Browse |Stringl 1 1 O-tilling for right...
Total |1 Digits
Setting items Contents
Type Selects the type of data to concatenate.

Selects the data to set. Enables you to browse an item only when you set the input
Data method as [key input] on the string object and you set [Input check] as [numeric

only] for the [character type] .

Start digit Specifies which number of digits of the source data to start duplicate from.

Specifies number of digit of the data to be duplicated from the start digit.
Number of digits | Data that is the target for duplication is always duplicated from the left justified with

space filled state.

Added type Cannot be changed. [0-filling for right alignment] is selected.
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Function

@ Increment () Decrement

# of data 0 * | Digits A
Data

Setting items ‘ Contents

Function

Increment/Decrement | Sets whether the counter increments or decrements.

Specifies the maximum number of digits for the [Key input (data)]
# of data data.

The maximum number of data digits that can be set is 8.

Data
Sets data for the item.
For [Fix], the data set here is the counter start value. For [Key input
pata (data)], the data set here is displayed as the counter start value on
the input screen when printing.
Dataset * This item can not use in SmaPri Designer
Dizplay
Fort [ Printer X20(5x3) -
Vt.size (32 «|pt Hrosize pt
Pitch nn e pt

EEEEM
[ Mat printed

Setting items Contents

Display
Selects the type of font.

Font Fonts that are named "Printer_XXXX" are SATO printer fonts.
The characters that can be used is different according to the font type.

Vt. size Specifies the vertical size of the font in points.

Hr. size Specifies the horizontal size of the font in points.

Pitch Specifies the pitch in points.

Justify left Not selectable

Center Not selectable

Justify right Not selectable (Always Enable)

Justify Not selectable
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0-filling

Not selectable (Always Enable)

Reverse black and white

Not selectable

Not printed

Select this check box to prevent the item from being printed.

[Advanced] button

Opens the Detail dialog.

- Detail-Detail setting dialog

Character adjuzstment

I||U

==

Sl

LI | =

Character adjustment :

S setngtems

These settings adjust the entire item, not single characters.

The settings that can be used differ according to the character type.

Bold Not selectable
Italic Not selectable
Underline Underlines the text.

Proportional

Fills the pitch by the horizontal size of

each character.

Justify top

Justifies the text at the top of the

designated printing region.

Justify vertical center

Justifies the text in the center of the

designated printing region.

Justify bottom

Justifies the text at the bottom of the

designated printing region.

- Counter object references from other objects

The value of a counter object can only be referenced from a string object or a barcode

object.

When referencing, there are conditions and limitations, so note the items below.

Object type

String object

Barcode object

Conditions and limitations

Font type

Set to font other than

Japanese kanji

Set to font other than

Japanese kanji

Reference multiple counters on the

Reference / Concatenate Detail dialog.

No No

Reference an item that references a

counter (secondary reference)

No No
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-
- Fixed graphic object

This window configures the settings for the fixed graphic object.

Data o x

Item name Fixed Graphic | @

Graphic selection

@ Embeddine eraphic Select(G)..
Clear (2]

[] Change at printing

Dithering setting
Characters ¢ shapes{ Threshaold)

Setting items

Item name The name of the item used in the layout design.

Graphic selection

Specify the file to embed on the layout with

— =
Please select image conversion method

) Gharacters / shapes{ Threshald)

window. @ Insges 7 Pictues{Eror difusion)

the [Select] button to paste it on the design

If the selected graphic is color, the graphic is

Embedded graphic | imported after you select the dithering

method.

Embedded graphics are imported into the tool. The graphic does not

disappear, even if the original file is deleted.

cl Clears the embedded graphic and the SATO logo graphic that is the
ear
default when pasting a fixed graphic and clears the selection.

Graphic(fixed) * Not usable with SmaPri Designer

Graphic(data set) | * Not usable with SmaPri Designer

o Specifies and prints a graphic that is in the Issuing terminal when
Change at printing o
printing.

Selects the dithering method to create the monochrome graphic when
. . . printing if the imported graphic is color.

Dithering setting
[Characters / shapes (Threshold)], [Images / Pictures (Error

diffusion)]
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Size

@ Area settings

Height
YWidth

Goon e

-

goon 1

Dizplaw

mim
mim

Fix harizontal and wertical ratio

m

non B %
0o B %

EEEE

=

=

[] Mon printable

Setting items

Size

Area settings

The area displaying the graphic data is specified in millimeters for height

and width you set.

Magnification

settings

Specifies the height and the width for the graphic data size as a
percentage. The original size is 100%.
To modify the graphic size, you can also drag the object on the design

window.

Fix horizontal and

vertical ratio

Displays the graphic data without changing the aspect ratio.
The aspect ratio is also maintained when zooming in or out after

embedding the graphic.

Display

Align graphic left

Left aligns the graphic when the image size is less than the specified area.

Align graphic center

Centers the graphic when the image size is less than the specified area.

Align graphic right

Right aligns the graphic when the image size is less than the specified

area.
Top align Top aligns the graphic when the image size is less than the specified area.
Middle align Centers the graphic when the image size is less than the specified area.

Bottom align

Bottom aligns the graphic when the image size is less than the specified

area.

Reverse black and

white

Prints reversing black and white.

Non printable

Select this check box to prevent the item from being printed.
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|
- Settings to embed image data imported by the terminal's camera or paint

software on the label

Configure the fixed graphics settings as shown below. B 7 x
"Change at printing + Area settings + Fix horizontal and L=rler i Fixed Craphic @
Graphic zelection
vertical ratio" © Embedding eraphic
With the above settings, even when the number of pixels in
v ange at printing
the image data differs by terminal, and the aspect ratio of the ['t ermisettma : )
Images « Pictures(Error diffusion -
image data differs by terminal, the area can be filled with the .
image data while maintaining the aspect ratio.
Height (233 |2 mm [1000 =] %
i 83t 1000 %
Examp|e: | Fix horizontal and wertical ratio
When you want to print the two hand-written signatures with Dreply
EE=EEEE
different aspect ratios below in a 10 mm x 30 mm specified N_ N ..
A on printable
area
1) 5mm x 20 mm image
m] a m}
0 Teaka Set e o
a a a
l The (1) image is enlarged to a maximum of 1.5x the original size in the area.
[m] o m}
- Tatro Sot o 1
a a o
2) 10 mm x 20 mm image
m] m] m]
s Taka Sets o
a o a
1 The (2) image has the same height as the specified area, so the original size.
m] m] m]

o Taka Sa‘r'c: o
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When the aspect ratio for the graphic area and the aspect ratio for the imported image data
are different, white space occurs vertically or horizontally.

This white space can be adjusted by the toggle buttons under "Display".

Example of adjusting the display when white space occurs

Top Align Middle Align Bottom Align
a E [m] a a a a o [m]
-
N o
Du o oy ﬁ §|:| o O
K.../ ¥ N
S 119

m} m] ] [m] m} m} m} ]

m] O o o u! O o0 O n]
4 5 b 4

Os - o o w b O o w :?n
~ | ~ | ~

a m] o o O O O a

How to display image data in an area with a fixed aspect ratio
The image data has enlarged/shrunk to the maximum size that can be displayed in the
specified area and displayed in the area while maintaining the aspect ratio of the original size

of the imported graphic data (or graphic data that will be imported at printing).

Example: Original graphic (6mm H x 6mm W)

a u]
Os }D
R
a m|
Height only enlarged to 10 mm Width only enlarged to 10 mm Height and width enlarged to 10 mm
(10 mmH x 6 mm W) (6 mmH x 10 mm W) (10 mm H x 10 mm W)
m] H u] O m] u] [u]
= Y Os 3 u]
X * 3 NS
m] o =
u] a a
m] o o o
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|
- Switching graphic object

This window configures the settings for the switching graphic object.

Data 1 x

Item name Switching eraphic @
Ihput method

@ Fix

(7 Key input (data)

(") Reference / Concatenate

Setting items

Item name Sets the item used in the layout design.

Input method

Fix Uses the value set for [Data].

. Uses the value that be input when printing. Input the Registration number.
Key input . . I
The value set in [Data] is the initial value.

Reference / | Copies an object, keys in fixed values and uses a value made of multiple
Concatenate | object values combined. .

[Advanced]
button

Opens the advanced settings dialog.

- Input method(When Key input (data) is selected)-Advanced settings
dialog

This dialog configures the check method for input data when it is input.

Data processing Input detail @ . .
Setting items
Input check
MNumber of digit=  |{Mot checked v] Input check
Character type Mumeric anly Number You can set either not checked or

of digits input required (blank prohibited).

Cloze
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.
- Input method(Reference / Concatenate)-Advanced settings dialog

The dialog configures the details of the data reference/concatenate settings.

Reference / Concatenate Detail @
Ma. Tvpe Data git;i;t E;qu#nber Added tvpe =
digitz
b 1 |Browse v|GODE 1 2 O-filling for right..
2 =
3 =
1
]
3 | &
7 =
Total |2 Digits

Setting

Contents
items

Selects the type of data to concatenate.
Type Fix: Sets the value set in "Data".

Browse: Duplicates the value of another object.

Data Selects (when referencing) or inputs (when fixed) the data to set.

Start digit | Specifies which number of digit of the source data to start duplicate from.

Specifies number of digit of the data to be duplicated from the start digit.

Number of
. Data that is the target for duplication is always duplicated from the left
igits
< justified with space filled state.
Specifies the filling method for digits when the number of digits in the
Added type

referenced data is not sufficient.

- Added type items
Added type Filling method Example

If the number of input digits is not sufficient, |Number of input digits: 5 digits,
Space-filling for
the end of the actual data is filled with the input: 120 = 120ss (s equals one
left alignment
number of digits worth of space characters. space character)

If the number of input digits is not sufficient, |Number of input digits: 5 digits,
Space-filling for
the front of the actual data is filled with the input: 120 = ss120 (s equals one
right alignment
number of digits worth of space characters. space character)

If the number of input digits is not sufficient, |Number of input digits: 5 digits,
0-filling for right
the front of the actual data is filled with the input: 120 = 00120
alignment
number of digits worth of "0" characters.
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Data
[I:Nu:-t zelected) v]

Dizplaw

Ex [] Mot printed

Setting items

Data

Selects the graphic table data. If "(Not selected)", the switching
Data selection list box

graphic on the layout is the [SATO| symbol (not printed).

Dataset * This item can not use in SmaPri Designer

Display

Reverse black and
Prints inverse printing
white

Not printed Select this check box to prevent the item from being printed.
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- Line object

This window configures the settings for the line object.

Data o x
Ttem name Line1 @
Lire
Line leneth (1000 |2 mm
Ling width {017 = mm
Direction

Dizplaw

Ek [] Mat printed

Setting items

Item name The name of the item used in the layout design

Line

Line length Specifies the length of the line in millimeters.

Line width Specifies the width of the line in millimeters.

Direction Specifies horizontal or vertical as the line direction.

Display

Reverse black and

. Prints reversing black and white.

Not printed Select this check box to prevent the item from being printed.
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.
- Frame object

This window configures the settings for the Frame object.

Diata q x
Ttem name Frame @
Size

Height 1000} mm
Wilidth 1000 |2 mm
Frame

Ling width 017 |2 mm
Found corner 000 2| mm
Dizplaw

El [] Mat printed

Setting items

Item name The name of the item used in the layout design
Size

Height Specifies the height of the frame in millimeters.
Width Specifies the width of the frame in millimeters.
Frame

Line width Specifies the width of the line in millimeters.

Specifies the radius for rounding the corners of the frame line.
Round corner | This setting can only be set when a compatible printer type is

selected.

Display

Reverse black
Prints reversing black and white.
and white

Not printed Select this check box to prevent the item from being printed.
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- Table object

This window configures the settings for the table object.

Diata

Item name Table1

Size

Height a7 2 mm
Width a7s 2 mm
Table

# of roms 3 =

# of columnz |2 =

Riow Height [3.25

Oolumn Width (488

Hr. ling width|0.25 |2 mm
Vi line width (025 |2 mm
Frame width [0.25 |2 mm

Round corner 000 = mm

Dizplay

[ Mot printed

4l

2 x

@

mim

mim

Wiher merging cells, click and select 2 ar mare
cells with pushing [Ctrl] _[Shift] key, then click

[meree cellz] fram right-click menu.

Setting items

Item name The name of the item used in the layout design.
Size

Height Specifies the height of the table in millimeters.
Width Specifies the width of the table in millimeters.
Table

# of rows Specifies the number of rows in the table.

# of columns

Specifies the number of columns in the table.

Row Specifies the horizontal line specified at the position from the top edge.
Column Specifies the vertical line specified at the position from the left edge.

Height Specifies the position of the horizontal line specified by Row from the top edge.
Width Specifies the position of the vertical line specified by Column from the left edge.
Hr. line width Specifies the width of the horizontal lines in the table.

Vt. line width Specifies the width of the vertical lines in the table.

Frame width

Specifies the width of the frame lines for the table.

Round corner

Specifies the radius for rounding the corners of the table frame.

This setting can only be set when a compatible printer type is selected.

Display

Reverse black and white

Prints reversing black and white.

Not printed

Select this check box to prevent the item from being printed.
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- Command object

This window configures the settings for the command object. With this object, you can

directly set commands to output.

Item name

Input method
(O Fix

|Onmmand1

@

(® Reference / Concatenate

Data

Advanced ..

Output

[] Add positionine command

[C] Mon printable

Send timing

Include with print data v

Setting items

Item name

The name of the item used in the layout design.

Input method

Fix

Uses the value set for [Data].

Reference Copies an object, keys in fixed values and uses a value made of multiple object values
/ Concatenate combined. .
[Advanced]
Opens the Reference / Concatenate Detail dialog.
button
Data
When the input method is selected as [Fix], the data set here is output as SBPL
commands without modifications. You must set data that also includes the escape
Data command <ESC>.

Please input the escape command <ESC> with the substitute character specified on

the [Data properties] dialog.

[Detail] button

Opens the Detail dialog.

Output
Add positioning | For command data set by "Fix" and "Browse, you can output data by adding the
command command for the position where the "command object" was pasted.

Non printable

This setting prevents the set command data from being output.

Send timing

Selects the timing of sending command. Choose from “Include with print data”,

“QOutput before print data”, “Output after print data”.
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If “Add positioning command” is checked, send timing is fixed to “Include with print
data”.

- Advanced settings dialog

The dialog configures the details of the data reference/concatenate settings.

Reference [ Concatenate Detail _ @g

Ma. Type Data git:irtt L\qufnber fdded tvpe A
digits
1 |Browse <ESC> 1 1 Mot fill
F 2 Fix RK4, 4 i _
3 E
4
]
3 | 4
. . i

Total |5 Digits

Up Diown dd Delete

Setting items Contents

Selects the type of data to concatenate.

Fix: Sets the value set in "Data".

Type

Binary: Sets the value set in "Data" as binary data.

Browse: Duplicates the value of another object.
Data Selects (when referencing) or inputs (when fixed) the data to set.
Start digit Specifies number digit of the source data to start duplicating

Specifies up to number of digit of the data to duplicate from the start digit.
Number of
. Note: Data that is the target for duplication is always duplicated from the

igits
= left justified space filled state

Specifies the filling method for digits when the number of digits in the
Added type
referenced data is not sufficient.
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e
- Added type items

Added type Filling method Example

Not fill If the number of input digits is not Number of input digits: 5 digits,
ot fi
sufficient, the actual data is not modified. input: 120 = 120

If the number of input digits is not sufficient, |Number of input digits: 5 digits,
Space-filling for
the end of the actual data is filled with the input: 120 = 120ss (s equals one
left alignment
number of digits worth of space characters. space character)

If the number of input digits is not sufficient, |Number of input digits: 5 digits,
Space-filling for
the front of the actual data is filled with the input: 120 = ss120 (s equals one
right alignment
number of digits worth of space characters. space character)

If the number of input digits is not sufficient, |Number of input digits: 5 digits,

0-filling for right
the front of the actual data is filled with the input: 120 = 00120

alignment

number of digits worth of "0" characters.

- Detail dialog
Data properties (2 Jfmesal Setting items

Data zettings

Data settings

Escape character

*Character specified here will be converted Escape character
to ezcape character (0x1b) during data
I, Specifies the substitute character for the escape

command <ESC> when setting SBPL

commands in [Data].

The string specified here is converted to the

escape character (Ox1b) when data is output.
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The 5th chapter

Special

Operations
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Table function

- Table - Graphic table

SmaPri Designer features a table function that converts numeric values that are input to
register text data.

By inputting numeric values with a maximum of 4 digits, you can convert those values to fix
Japanese kanji data and print them, and easily mistaken barcode input can also be converted
from 1 to 4 digit numbers.

The table data can also be shared and used across multiple layouts.

Tables can be registered up to 99 tables in a single project.

[1] Tablel - Edit table o |- (3]
& Thzert rows
!

Mo,

— o o o~ v o e @ Rd —

/Values input by the terminal

issuing the print instruction
0 to 9999 can be input

N

16
17
18
14

= Cloze

Manual operation button

Insert rows | This button can insert a new row above the selected row.

Delete rows | This button can delete the selected row.

An external file can be imported as table data.
Import The file formats are CSV files, tab delimited text files, and table files (files for
the project).

The table data can be saved as an external file.
Export The file formats are CSV files, tab delimited text files, and table files (files for
the project).
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.
- CSV and tab delimited data that can be imported.

No header data

Registration No. | (Comma or tab)

Content

CR+LF

0 to 9999 Separator

Digits specified by number of digits (32

max)

Line feed code

Comma separated data example

j Table.csv - Motepad

E@ } Tab delimited data example

Eile Edl.t Format View Help ﬁTEST.hrt-Nutepad El@
I, Anerica File Edit Format View Help
2, Japan :
3,China f bmerica -
4,Canada 2 Japan

3 Chira

4 Canada

Data with header information

Table number | (Comma Number of digits (Comma Table name CR+LF
or tab) or tab)
01 to 99 Separator | 01 to 16 table name Separator | String 16 characters max Line feed
number of digits code

Registration (Comma Number of digits (Comma Content CR+LF
No. or tab) or tab)
0000 to 9999 | Separator | 01 to 32 value number Separator | Digits specified by number | Line feed
of digits of digits (32 max) code
ﬂ Table.csv - Motepad E'@
File Edit Format (_IHEI.EI!.LH.ELH
01.7.Country |L_Header ] -

0071, America
0002, Japan
0003, China
PUU4,Canada

Data '
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.
- Table registration steps

1) On the menu bar, select [New] > [Table].

The table can also be

File DEdit  “iew  Insert  Tool Window  Help
| T > W Project registered on the project
Cpen project... Ctrl+ 0 By Group window with [Project folder]
Close project i  Print layout > [New] > [Table], or if
bl save project Col+S 4R Table ___— there s already a table
S IR T4 Graphic table folder on the project

window, table folder >
[New]

The table can also be
created with [New] on the

toolbar.

2) The edit (register) table window opens.

3) Enter the value to input at printing in Registration No. and the value to print after
conversion in Value.
You can register a 1 to 4 digit number in Registration No. and text 1 to 32 characters long

(double-byte 16 characters) for Value.

4) When finished registering entries, click the [Close] button to save the table and close
the window.

SmaPri Designer \E\
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- For a graphic table

1) On the project window, double click the graphic table.

% Project -

Elm Project
L—__I% Primt lasout
EI% Giroup 1

=-BR Table
- [1] Table1
| [1010] Giraphic table

2) The edit (register) table window opens. In Registration No., enter the value to input and

enter the graphic name, then click the (Browse) button.

Na Reeistration & aphic name Graphic [ It ]

1 1 paper § 3 i) ]

y o2 2 Pra t 95 3.

Close

3) Select the graphic file you want to register and click the [Open] button.

@@vl | « Samples » EVZIZR » Graphic ~ [ 43| Search Graphic 2|
Organize »  New folder =~ [ @
¥ Favorites n Showthe s

B Desktop § 3 ﬁ_

3 &
1§ Downloads bl 3 ! 7!
‘%l Recent Places
17272 17272

4 Libraries

%] Documents

&' Music

(=] Pictures

B videos
"M Comnuter S

File narne: + | Graphic file (¢~ brap: gifsjeg,
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|
4) When finished registering entries, click the [Close] button to save the table.

1100] Graphic table - Tzble (===
@

[

Ihzert

b U3 5%

No. ﬁsg\stratinn Graphic name Graphic

1 1 paper § 03 ]

Close
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- Table importing steps
X The graphic table is similar operation.

8 x

Project
% Project ~
= m Project

|?| % Print layout

El-ﬁ Group 1
i [1] Lay

Double-click the table that you want to input data. I

-y [2]

plel

[1] Table1 - Edit table

Registration
Ho. Ho Walue

|Japan

1
< Us.A.

[

A Click the [Import] button. I

[ A R

10

il

12

13

14

16

16

17

12

19

a0

Export

= Close

88
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== 3,China
-
Il || Country.csv
.=
=
E
E
E
d Click the [Open] button. I
- m |
J7AJLE&(N): Country.csv
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e =
Select the processing method of existing data. I

@ Remaove

(7 AddSUpdate

IR Cancel

AN

[Remove] Delete all existing data and then new data
will be stored.

[Add/Update] Existing data will be remained, the data
will be updated if the same data numbers are existed,
or the data will be added if the same data numbers are
not existed.

I Click the [OK] button. I

[The case that select the Remove]

r
[1] Tablel - Edit table

P = =)

@

Regigtration
Mo Walug

Inzert rows

Delete rows

[ ]

Expart..

The original data is deleted and then CSV data will be stored.

- Glose

[The case that select the Add/Update]

i .
[117ablel - BALTable o —— ——— - [ [t

1
12
13
14
15
16
17
18
19
il

N\

)
Na E&;gistration alus li Tnsert rows
2 2 UsA.
3 3 China
4 [ Expart.. ]
5 \ |
8 N
5
8

N CSV data is added to the original data.

- Close
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1
- Table data, Search and Replace

X The graphic table is similar operation.

Project o x

—ﬁ Project
|f—|-% Print layout
H-ﬁ Group 1
g [1] Layout 1 l
g [2] Sample

Double-click the table |

B[] Table |

[1] Tablel - Edit table [= =)=
@

Mo, Eﬁgistratiun Value - M}

o I | (o
2 I e ' Click the Search/Replace |
4 20 set of 2 [ Exportf .
5] 202 set of 3
[ 203 zet of 4
5
8
]
10
11
12
13
14
15
16
17
18
19
a0 o | BT

[Search]
Search and replace

Search | Replace | Input words in [Search string] I
Search string 2
Search target &l columng -

[7] CGase—sensitive
[ Exact match
[7] Distinguish between zinele-byte and double-byte

Search next ] [ Close
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Search and replace
Search Feplace

Search string

5 Sellect [Search target], you can narrowing search I

Search target

[[Value] calumn only vl

[7] Case—sensitive
[ Exact match
[] Distinguish between single—byte and double—byte C

ick [Search next] I

Search next Close J
|

[1] Tablel - Edit table

(= [==]
@

Ma.

Registration
o

@ -l o o) —

10
1
12
13
14
15
16
17
18
19
an

-
Value J~ Ihzert rows
Delete rows

1
102 3 item ; :
103 4 item N [ Impart. ]
2m =et of 2 oo
202 zet of 3 -
203 st of 4 [Search string].
Search and replace
Search | Replace
Search string 2 v
Search target [[Ualua] column only -

[ Gase-sensitive

[ Exact match

[7] Distinguish between single-byte and double-byte

[ Search next ] [ Close

[1] Tablel - Edit table

L= I R = N ) = =

o | REFETE Vake o veeses

10" = 2item 3 Click [Search next],

{EE ‘j::: Search other cell that includes [Search string].
» QM

202

L0 O

203

zet of 4
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[Replace]

Search and replace

Replace

Search string item

Feplace string ITEMS

[Walue] column only

[7] Gaze-senzitive

[7] Exact match

[7] Distinguish between sinele-byte and double-byte

Sellect [Search target],

. Replace all

Search next

| [ Close you can narrowing replace

Click [Replace all]

SmaPri Designer

[l

) 3 items are replaced.

Click [OK] |

[1] Tablel - Edit table

Mo Eggistratinn Value
1 1M 2 ITEMS
? 102 3 ITEMS
3 103 4 ITTEMS
4 Teetof 2
[ 02 zat of 3
G 03 zet of 4

Replaced ‘item’ by ‘ITEMS’

Note: Cancel the replacement

[1] Tablel - Edit table

Registration
No. Mo

101
102
103
2m
202
203

L = e T o R e

—_ =
- O

Click ‘Undo’ (Right click menu)I

Walue

2 ITEMS A Undo

3 ITEM
Redo

4 ITEMS

setof 2 | 28 Cut

zet of 3 Copy

zet of 4 Paste
Insert row
Delete row
Wrap text(row)
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Preview test print function

- Preview test print

Using a created layout, this function displays the preview of the results that are input with
data by the terminal that issues the print instruction, and it then allows you to check the

results printed by the printer.

Note: above the preview

When using the embedded TrueType font function, the text, the shape of the text, and the position
of line feeds may differ between the preview display and the actual printer results due to the
differences between the Windows operating system and the Android operating system.

- In the cases of other than variable-length receipt paper
1) On the toolbar, click the [Preview test print] button.
You can also perform the same action on the menu bar with [File] > [Preview test

print].

SO als

2) The preview test print window is displayed.

3) Enter a value in the input value fields.

Preview test print @
Mo Marme Tvpe Input walue
1 |Pricel Frice ao0

3 |(Print quantity)

Printer  |SATO G212 -

Prewisw ][ Test print ][ Gloze ]

SrnaPri Designer IEI

l L Only numeric value can be entered to [Pricel].

| OK | [ Cancel ]

* An error message is displayed if an invalid value is input.

4) Click the preview button after entering the print quantity to display the preview
window. On the preview window, you can check the number of pages for the quantity.

However, the quantity is limited to 9.
]
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5. Select the printer on the printer list and click the test print button to print the test. The
printer list shows all the SATO printer drivers installed on the PC. Select the printer type

configured on the printer settings tab.
If you select a different printer, the test may not print correctly.

- In the case of variable-length receipt paper

1) On the toolbar, click the [Preview test print] button.
You can also perform the same action on the menu bar with [File] > [Preview test

print].

m@)e NN

2) The preview test print window is displayed.

3) Add a Layout.

Mo Lawvout MHame Tvpe Thput Value

[1] Layoutl
N ™ N B

Diowr

=)

Priter  [SATO HAZ24R

Preview ][ TestPrint ][ Cloze

M. Mame Group
Layout] Group
Layout? Groupl

@3 Layout3 Groupl

q Add E Glose ]_

*A layout can be added continuously.

|
94




SmaPri Designer Operation Manual
|

4) Enter a value in the input value fields.

ew test print

Mo MHame Twvpe Input value
Price1 Price 200
Code? Strivg

(Print quantity)

Printer  |SATO G212 -

Breview ][ Test print ][ Cloze ]

ﬁ

é ih Only numeric value can be entered to [Pricel].

ok || Concel |

* An error message will be displayed if an invalid value is entered.

5) Click the preview button after entering the print quantity to display the preview
window. On the preview window, you can check the number of pages for the quantity.

However, the quantity is limited to 9.

6) Select the printer on the printer list and click the test print button to print the test. The
printer list shows all the SATO printer drivers installed on the PC. Select the printer type
configured on the printer settings tab.

If you select a different printer, the test may not print correctly.
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Data output

- Outputs the format files to be used by the SmaPri Driver

- Data output steps
1) On the toolbar, click the [Data output] button.

You can also perform the same action on the menu bar with [File] > [Data output].

B R@®No

2) The archive output dialog is displayed.

3) Specify the destination for the data and click the save button.
If you are using TrueType font embedding function, you can choose whether to include

TrueType font file in format file.

|42l Archive output >
“— v P « Local Disk (C) » sato v @ | Searchsato »p
Organise = New folder == -
® This PC Name - Date modified Type
m Desktop No items match your search.

] Documents
4 Downloads
b Music
= Pictures
B Videos
& Local Disk (C3)

¥ Network
v < >
File name: |Labellspfmtz —
Save as type: All file (%) v
Include TrueType
~ Hide Folders font file i Cancel

If the license key (HASP) cannot be recognized when saving, the following message is

displayed.

SmaPri Designer

Invalid license. It works as an evaluation version. It can not use
for commercial usage.

Yes No
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4) When finished, Project name, data output date and time, file size are displayed.
Click the [OK] button.

SmaPri Designer x

o Finished data output.

Project name: Label1

Data output date and time: mm/dd/yyyy hhemm:ss
File size: ™ [bytes]

OK

Double-click on the output format file (* .spfmtz) on Windows, the same contents (project

name, data output date and time, file size) as when saved are displayed.

SmaPri Designer x

o This file is output file for SmaPri Driver.

Project name: Label1
Data output date and time: mm/dd/yyyy hn:mm:ss
File size: * [bytes]

OK
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- SmaPri Designer output files
The file output with the "Data output” button that has the spfmtz extension is a SmaPri
Driver file. The SmaPri Designer project created with the "Save project" file that has the

spproz extension is a SmaPri Designer file.

]

mabr] <SmaPri Driver format file icon
Sample P).

spfmtz

@

maty «<SmaPri Designer project file icon

Sample PJ.
spproz

The icons look similar, so be careful not to mistake them.

SmaPri Designer and SmaPri Driver relationship diagram

‘} Application Development Environment
Smopi | oo S : (Eclipse, Xcode, VisualStudio, etc.)
St maPri

“awaDesigner

Design Dev.

Print

Format file Print data

-Native application
SmaPri ‘Web application

T

SmaPri Driver
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Global change tax rate

- Change the tax rate settings in the project in batch.

The tax rate for all layouts will be changed in batch.
You cannot undo this change, so use caution when different tax rates are set according to

layout.

- Global change tax rate steps

1. On the menu bar, select [Tool] > [Convert] > [Global change of tax rate].

- SmaPri Designer

Insert( Taol 2"-."'.-"indu:uw Help
— —_—
El @ b d Global change of tax rate.., =

Grid...
] Lettings...

2. Enter the new tax rate and then click the [OK] button.

The tax rate can be changed as an integer value.

i =

Global change tax rate @

Change the tax rate of all lavouts in the project.
Thiz operation can not be undone.

Tax rat

3. Press the [OK] button to display the message. Check the modified value and press the
[OK] button.

SmaPri Designer @

Cancel

:I All layout tax rates were changed to 1035,

0K
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Change object type

- Change the type of an object.

- The types of objects that can be changed

"string" and "price".

- Change object type steps
1. Select the object you want to change and right click to display the menu.

2. On the menu, select [Change object type].

et | 1]

128 Cut Ctrl 4+

My Copy Ctrl+C
Paste Chr +

% Delete Del
Grouping 3
Bring to most forward

l Send to most back

| Bring to front [ Right click when selected J
Send to hack
" —

] Sghange chject type... 2

3. A warning message when changing the object type is displayed. Press the [OK] button.

When the object is changed, a portion of price object functions such as the "¥" (yen)

and "," (comma) fill function and auto calculation function are disabled.

SmaPri Designer [==3a]

When the object type is changed, the object-specific data and
£ I . pararneters are not inherited,

4. Check the object type after the change and press the [OK] button.
'Change ohject type @

Change the tvpe of selected objects.
Select the object tvpe to change to.

71 Date )

( | 2k D Cancel
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Barcode wizard

This feature to create a barcode of various combinations in wizard-type form.

- Supported barcode symbol
- JAN13 (JAN13 price C/D)
- JANS

- Barcode wizard usage steps
1) Click "Barcode wizard" button in Object bar.

E Fixed graphic
E Switching graphic

gﬂommand

¢ | Barcode %)

2) The cursor changes to "Cursor when pasting objects". Please click anywhere in design

window.
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3) Will display "Barcode wizard" dialog. Inputting object name at "Item name" box and click
"Next". "Item name" can be set up to 16 characters.

Barcode wizard -7

Item name setting
Flease set barcode item name.

Ttem name:
Barcodel

G D om

4) Select to "Barcode type" in list box. Click "Next".

Barcode wizard

(-2

Barcode type setting
Pleaze select a barcode type.

Barcode tvpe

EANI3 7
e ————

P
< Back ( ][ Mext > ] D Cancel
v

5) Select to "Barcode composition" and click "next".

If resistrer new barcode composition, please refer to "Resister new barcode composition".

Barcode wizard -2 ==l

Barcode composition selecting
Pleasze select a composition of barcode.

[ 1 zhows “Ttem name”, { ) shows “number of digits”. You can change item name if
ou_want,

|[Flag('2)] + [Maker(5)] + [Product code(5)] + G/ I Newl(F)..
FE2)] * LMakert 7] + [Product cooeldi] +
[Flag{2)] + [nput(s)] + [Priceid)] + CG/D
[Flag{2)] + [Input(B)] + [Pricel@)] + /D
[Flag{2)] + [nputid)] + [Pricel6d] + G/D
[Flag(2)] + [mput(5)] + [Price CADC1] + [Price(4)] + C/D
[Flae(Zi] + [Mumber(d] + [Slazs(3)] + [Brand(3)] + GAD

e ——
< Back Q[ Mext » D[ Gancel
~—
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|
6) Set to detail and click "next".

[ Barcode wizard =

Item detail setting
Pleaze zet detail to each items.

When you refer data from existing item, vou zelect type “browse” and vou set corresponding item from

Mo. Tvpe Item name Data git:irtt L\lfur.nl:uer
digitz
1 |Fix Flag 02 2
2 |Browsze tak er i
3 | Kev input Product code i

b 4 |G/D /D

[ < Back ] [ Mext > ] [ Cancel ]

Type Type of data.
Key input Key input when printing.
Fix Fixed item.
Browse Copy from other object value.

The name of the item used in the layout design.
Item name

"ITtem name" can be set up to 16 characters.
Data This item value is default value of "Key input", or value of "Fix".
Start digit If selected "Browse" on Type, specifies whether to copy from what digit.
Number of digits Digits of this item’s data.
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|
7) Sets detail setting of barcode. After setting, click "Finish".

[ Barcode wizard (-5 [mt3m]

Barcode detail setting
Fleaze get detail of barcode,

Height 10000 f2f mm Preswvigw

Marrow bar width |2

[k
o

Annotation

@ With

(71 With guard bar

1 None

B2 8 8 88 0880 8 68 a8 4
| <Back || Finish | | Gancel |
Setting items Contents
Height Specifies the height of the barcode.
Narrow bar width Specifies the narrow bar width.
Annotation Specifies annotation and guard bar.
: Previewing barcode image.
Preview . .
Aspect ratio is accurate, but the scale is not accurate.

[Advanced] button Displays the [Barcode Display Detail] dialog.

Barcode Display Detall E=Rm<= ] Setting items
: . Annotation font details
Annotation font details
Font [}QD{ExQ} _] Font Selects the type of character font to use for
the annotation
Wertical size |32 - | pt .
Vertical . . .
Harizartal Siz ot size Sets the vertical size for the annotation.
Pitch 32 & mt Horizontal _ _ .
. . Sets the horizontal size for the annotation.
Fow pitch 14 |2 pt size
Pitch Sets the pitch for the annotation.
cl
. Sets the distance from the barcode to the
Row pitch ]
annotation.

8) Barcode object will create in design window.

(Ma
020 00

200000000 4
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9) Barcode that was created by the wizard, it is limited to the setting item.

You can not change setting of "Input method", "Barcode type" and "C/D auto add".

[Created by the wizard] [Normal]

Ttem name Barcoded @ Ttem name Barcodel ]
Thput method Thput method

Fix © Fix

Key input (data) @ Key input (data)
@ Reference / Concatenate [7) Reference / Concatenate
Function Function

Table Table
# of data 12 = Digits # of data 12 Digits
Data Data
Q00000000000 Q000ooaaoaad

Datazet Dietail(l)... Datazet Detail(Ll}...
Dizpls Chizol
Barcode type |EANTS Barcode type [EANI3 -]
Height 10000 24 mm Height 10000 (2| mm
Marrow bar |2 o o= Marrom bar |2 & x
Bar ratio Batio zetting.. Ear ratio Ratio setting...
Add annotation[ /D auto add ] fdd annotation [ G/D auto add ]
Start cade Start code
Stop code Stop code
[C] Mot printed [ Mot printed
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- Resister new barcode composition

1) Click "New" button at "Barcode composition selecting" of barcode wizard.

Barcode wizard

-2l

2) Input "Item name" and "Number of digits". Click "Register", if finished input.

Barcode composition selecting
Please select a compogition of barcods.

[ 1 shows “Htem name”
you want,

[Flae(2)] + [Maker(8)] + [Product code(5)] + C/D
[Flag(2)] + [Maker( )] + [Product code(3)] + /D
[Flae(2)] + [put(B)] + [Pricel4)] + G/D

[Flae(Z}] + (nput(5,] + [PricelB)] + Gr"D

[Flag(2)] + [nput{4)] + [Pricedt)] +

[Flae(2)] + [hput(5;] + [Price OJ"D('I )] + [Price(4)] + G/D
[Flae(2)] + [Mumber{4}] + [Glas=(3)] + [Brand(3)] + CG/D

0¥ shows “number of digits™ . You can change item name if

Coee

<. Back

I

Mext »

J

Cancel

'Barmde wizard

-5 e
Pleaze zet item name and number of digits, to regizter new compositi
Mumber of = | [C] Price
Item name digits
2 |Galor 3
3 |Size 2 When you register to a certain digit,
4 |Item cods 4 "C/D" will be added automatically.

: JAN13: 12 digits

JANS8: 7 digits
.

Mumber of digits:

13

igits

Cancel

3) The new barcode composition will be added in the list in blue text and [Item name(digits)]

format.

Barcode wizard

e =

Barcode composgition selecting
Please select a compogition of barcode.

[ 1 shows “Ttem name”

03 shows “number of digits” . You can change item name if
wou want,

Flag(? (73] + [Praduct code(s
[Flag@)] + ﬂnput(ﬁ)] + [Prlce(4)] + G40
[Flag{2)] + [hput(s)] + [Price(s)] + C,-"D

[Flae(2)] + [Input(4)] + [Pricels)] +
[Flag{2)] + [rput(B}] + [Price CJ"D(‘I)] + [Pricef4)] + C/D

[Flae(Zi] + [Colar(3)] + [Sizefs)] + [Mtem codel4)] + CAD

< Back Mext » Cancel

I | |
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If barcode type is "JAN13", be can used price C/D by turned on "Price".
"Price C/D", "Price" and "C/D" will be added automatically.

Barcode wizard =
Pleaze zet item name and number of digits, to register new compoziti
Number of | ~)| [¥1FFiEE
Item name digits L=l
1 Fla 2 bprt
¢ When you register to a certain digits,
2|/ tem code g LFEl ne/D" will be added automatically.
vo [ JAN13: 7 digits
4 E
Price G/D 1 N
7 |Price 4
&/ ! /|E|
o fimbermiTERs | 13 Disits
[ Regizter J [ Cahcel
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Grid settings

5-7

- Display a grid on the design window as a guide to help in the placement of objects.

You can show or hide the grid with the grid button the toolbar or [View] > [Grid] on the menu

bar.
Toolbar grid button Menu [View] > [Grid] Grid is shown
THOYC! ( ]? Insert  Tool Win | gy ezup
i Toolbar - RIGA DESCRIZTONE
- Project window - ' ' T '
cwameo 1| IR
- Status bar - gllo1234asll6e78907|
i " PRICE | H
mrid >| . 15345 (PrICE)
@, Zoomn in I
&, Zoom guf L
Mormal
Align with screen

- Changing the grid interval
1) On the menu bar, click [Tool] > [Grid].

lnsertC Tool | Window  Hel
h @ Convert 3
——————
@ 1 L| Qrid... ) |
Settings...

2) The grid settings dialog is displayed. Enter the grid interval and confirm it with the [OK]

button. The grid can be set in 0.25 mm increments.

[ Grid settings @

Grid interval

R
o (oo
- z
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Tool settings

- Configures the tool settings

On the menu bar, select [Tool] > [Settings].

Taal !ﬂinduw Ht

Conwvert 3

Grid...

——
E =ettings... 2

- Tax rate tab

This tab configures the initial value for the tax rate when a new layout is created.

ozl " X Enter the tax rate as an integer value and press the [OK]

Taxrate Printer Language Option
button.

Tax rate 104 %
The tax rate set here is applied to newly created layouts.
To modify the tax rate for existing layouts, configure them
with "Layout settings".

Cancel

Printer tab

Specify the printers that are displayed on the printer selection window.

Tool settings ? X

Taxrate Printer Language Option

Enabled printer
[7] Japan Madel
[] International Model

onc
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.
- Language tab

Select the display language for SmaPri Designer.

Tool settings @
[ Tave rate | Printer || Laneuzes | option |
[Enelish -
OK ] [ Cancel
- Option tab

This tab configures settings related to tool operation.

Tool settings ? X

Tax rate Printer Language Option

Show the layout selection screen when creating
a new project

[[] Use the Windows fonts

Allow refer printer No.
[[] Show the property window

Allow to save as individual files {Non archive)
[[] Make backup file with archive output

Show menu of external data import

Display all messages(S).. Era..

Gance

Setting items ‘ Contens

Show the layout selection screen

* This item can not use in SmaPri Designer
when creating a new project

. Select this check box to allow the selection of
Use the Windows fonts
Windows fonts.

Allow refer printer No. * This item can not use in SmaPri Designer

. Select this check box to display the object settings
Show the property window
on the property window.

Allow to save as individual files.
. * This item can not use in SmaPri Designer
(Non archive)

Make backup file with archive | When running data output, saves a backup of the

output SmaPri Designer project file in the archive file.

Show menu of external data | * This item can not use in SmaPri Designer
|
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import
Display messages again that have been dismissed
Display all messages by selecting the "Do not display this dialog again”
check box.
Era Display [JP Year settings] dialog.

- JP Year setting

Set the era name and the Japanese year, then press the [OK] button.

JP Year setting ? X

Era hame 5 F0

Christian era (2019

JP Year 1 =
Offset [-18
Cancel
Setting items Contens
Era name Sets the era name as 2 or fewer kanji characters. (Can also be blank)

Christian era | Shows the current western year from the system date of the PC.

JP Year Enter the current Japanese year as 2 digits from 1 to 99.

Calculates and displays how many years the set Japanese year is offset

Offset
from the last 2 digits of the western year.
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Object grouping function

- You can select multiple objects on the layout and organize them into a single group.

This is useful for moving or rotating the grouped objects.

- Grouping steps

1) Select the objects you want to group on the layout.

- N
WATH
STEM NAME F

SlN012345 ||l678907

. $9999.99

2) Right click on the selected objects and select [Grouping] > [Grouping].

/
AT
; S e o —o<=c = o
:ITEM NAMQE 8 on i
U Copy Ctrl+C
® D:eie w[;ell
[ Grouping > Grouping
Bring to most forward Jrouf
gllo12345 el o™ :
———— Send to back
_ $999yvs—

3) The selected objects are grouped.

- A
WATH
SITEM NAME &

SlIN012345||l678907

 $9999.99
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I

When objects are grouped...

Benefit 1: Objects can be moved as a group when editing the layout (no missed

selections)

. ™
N Y 4/ 4
ALTEM NAME ﬁ

SN012345 ||l678907

N /

Benefit 2: Objects can be rotated without disturbing their positional relationship

If you select all objects and rotate... If you group and then rotate...

. —
IR =TT/ (| —O ™
o =i =@

N — | 0 © S
iﬂ — - ="
et FN =0 R

i wi =y

=ninjn=—[o i z — | gn

= N =—=v =

— T N N

—( Each individual >R L

=\ object rotates... LE,C_ Rotated maintaining
= e the position

= = = o information!

You can also configure each object when they are grouped

e : N ™)
NV 4 /4 AT
ITEM NAME ITEM NAME
‘ ‘ Twice click and you can select
8 llo 12345 7777777 6 7E each object in group. 56789 o7
o 3999099 T T Y 9999.99
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Importing sample data

- You can create the layouts by using these samples for each printer.

You can reduce the time required to create layouts by using these samples.

- Sample usage steps
1) On the toolbar, click the [Import sample] button.

Ll Sariple P1.spproz - Smap Desighes [= 1 ® s
fle Edit Yiew [nset Joo Window Help
Q& 3 N P x mm ¥ |2 S| HITEEE O &G WE H#
1| 1 w4 13 Label - Print layout [=m=E =
I i

% - —
A s [T T

7
N

yrrce . ] i

[l sercose ."I!!!l ' 3670238 B [0 oot

(g Date time | ) gl

[123 counter “ ! ! ] .

[ e grephic 3 i i | Nurnber of layouts: 3 / 100
3 = = i b ax

Esmmmg araphic 1 | i {

Fecord name  Label @

T tine
Record Mo. 3 x

[Jrrame E

: P
%Tehle 1

_ Layout gettngs
T = [IEE—

__________ -
If a new project was created, the save

project message is displayed.

kFoIIow the message and save the project.

%8, Layour 5 inpu soreen Nurnber of fields: 10 / 39

2) The sample selection window opens.

3) Directly select a sample on the displayed list or refine the sample by [Layout type],
[Category], and [Size].

4) Select and click the layout similar to the image of the layout you want to create.

Import Sample 2 %

Layout type | Print layout hd
Category v
Size ~ Tile ~

e

Sample!
M ==
_$9999.99

-
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|
5) If there are multiple groups in the project currently being edited, select the group. After

registering, you can change the group by [Cut] and [Paste] in the project window.

]

] [ Cancel ]

6) The imported file is displayed on the window.

|l Project(12-19 11-00).spproz - SmaPri Designer - [m] X

File Edit View Inset Tool Window Help

B-EwG R NOxhE Pix ‘

o V[ Jen |2 2] & BT I D R Q @ #
Project ax

Select

e [T T P e

ShPrice ]

[lzscose AT fuarous

(1 Date time RIGA DESCRIZIONE

(123 counter

| Fixed graphic

Switching graphic

é::! BN1012345||1678907 T

ER e ~$9999.99 o

ESE command Record name P

Record Mo, 2 3]

slnwls{m Number o fieds: 4/ 59 Oc — Lm

Layout settines..

7) Change the settings for the pasted items with the design window or data window.
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Global change font
5-11

- Change the font of Multiple objects.

- Global change font steps

1) On the menu bar, select [View] > [Toolbar] > [Font] and [Face and alignment]
- Font : [View]> [Toolbar]> [Font] checked.

- Face and alignment : [View]> [Toolbar]> [Face and alignment] checked.

W‘ Insert Tool Window Help

i Toolbar » |E| Standard ; ; ; -

. Project window z| Adjust location File |t View Insert Tool Window Help
] Z| Data window v | Layout view % - ’[@Q} % & 1N )@Eh ..... @ :x 10875 mm |V
Z‘ Status bar |«| Font Printer_XS(17x17) + Height 6.0 + pt Wwidth 6.0 - pt
b Sheet rotation N I Face and alignment E\ E\ \;\

Coordinate unit » UL oDject
H Grid Reset toolbar |

2) Select the multiple objects that you want to change the font.

The multiple objects can be selected by drug and drop, or Shift+Click.

TR DES';CRIZIONE_E When multiple objects selected are assigned to multiple
fonts, the font window will be blank.

| ‘ IH | | | Height -|pt  Width -l pt

012545 ll678907l] EEEEEFEEE
. $9999.99

3) Multiple changes are reflected when you set [Font], [Height/Width] or [Alignment].

[rinter ey R -/pt width .| pt
EEEEEEE

Font list shown on the Font window will be changed depending on the conditions of

selected object.

-

For example, in case of the object that can not be used Windows font is included, windows
font can not be selected.
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Create Tax-included price, Base price

This chapter describes the creating method about tax-included price and base price.

- Calculates the tax-included price from the base price.

E'E’[@% Ql'@' nﬁ)@lfh N @ ix 2.6

t 0 10 20
Kse]ect ’ lll_llll_llll_lll ll_llll_llll_ll
AString 0]
7 a _o o
S Price | 3( Prn<ﬂ:e1)n
[l Barcode N n n
1 Place the price object.
GDatetime 10
lﬁlCounter 3
Data (14
-
Ttem name Pricel @

Input method

() Fix
@ Key input (data) ka Click the [key input (data)] I

() Browse | |

Ek ] Mot printed Check the [Use price calculation] I

Qvan

Others

¥ Use price calculatio

1

Price calculation ? X
Price calculation Select the [Tax included] I
Calculation process I?“fé&&‘“iﬁiﬁ’lﬁ&é& """""""" vr
Rounding Round off v

Digits for roundine | One decimal place

(Tax rate (10 %

Description

This will calculate price include tax and A
tax amount from entered price before tax.
[Layout desien method

Price 1: Price before tax (this variable)

Price 2 Price include tax

Price 3: Tax amount for Price 1

Click the [Close] button |

[Calculation of fractions]
[Rounding] [Digits for rounding] settings

v

Cloze
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=

0 10 20
l“llrlllllrlllllrllllI‘IlII‘IllllllII‘I

C(Pricel) /a Place the price object. I
oC Pri<::ez )Q/

K Select |

A String
gﬁ Price

””m Barcode

@ Date time

=)

I||’11||’1|||’1

10 &
@Counter ]
I; Fixed graphic -
Data o x
Ttem name Price? @
Input methaod
) Fix
(7 Key input {data) : : =
Select the [Price1(Tax-included price)] I
@ Browsze
# of data fi =T LEns

¥ [ [ | i |
e e e e e e e e I [ 10 2

0
- »I ‘l | ‘I_ »I_»l l_ I I A‘I l_ vl__» I I‘ v_l‘ _l - I' _I» _l l‘_ L »I» _I l I‘ I _I} I}A

=

(=]

C(Pricel1) 3 ( "¥100

I ll 11 l_l 11 I| (8

-
o
1

Tax-included price entered by pricel field is printed.

' 0 10 20 Data X
N N I R NEWEE DU Ry s T
Data

(=)

/ 100

CPricel1 )

Lol ]y

Datazet Detail(L))..
L =g o e of P ed o e pase p e e
=3 g(PI’I(D_“,eZ)E o e 3 ged| p e displayed
:» t.cze (G0 [ pt Hr.size |60 | pt
:'3 Pitch 00 2] pt
- Currency %1234 -

m

EHEEE
Mat printad
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- Calculates the base price (tax-excluded price) from the tax-included price.
B w3 novelyly @ x 26

t 0 10 20
K Sele(' | 1L | I_ ‘I 1 l, I 11 I_ 1 I 1 I' 1 _I I | K0t _I 1 I ,I ,I 1
A String 0]

Q - o o
R Price s Priced )

o

||\||||||||

[ srcose —
, Place the price object.
@Datetlme 1o
l]E_3|Counter 1
Data nx

Ttem name Pricel @ ‘—

Input method

©) Fix Click the [key input (data)]
@ Key input (data)

() Browse

1

# of data 6 2| Digits

-

ElE=E=lo

Check the [Use price calculation] I

Price calculation ? X
Select the [Tax excluded] |
Price calculation

Calculation process | Pv y

Rounding Round off v

Digits for roundine | One decimal place
Tax rate 10 %

Description

This will calculate price before tax and tax A
amount from entered price include tax.
[Layout desien method]

Price 1: Price include tax (this variable)

Price 2 Price before tax

Price 3: Tax amount of price 1

[Calculation of fractions]

[Roundine] [Digits for rounding] settines

Click the [Close] button |

Close
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0 10 20
W RN RWEEE SN FRTTE SR En

(Pricel1) /q Place the price object. I

] o o (
g( Pri<u:e2 )E

=5

o

Il_ll_llll.lllll

10
Data L4
Item name Price? @ B

Ihput method

©) Fix Select the [Pirce1(Tax-excluded price)] button I

) Key input {dagad
@ Browse [ Pricel({Tax-excluded |
Advanced.. £

0 10 20
I N N ST FEE T R R

=

0 10 20
L | P W W S W

=

o

l|l

=
U
2
0

0

-
M

_____________________________

o Price=)s 1
101 D( o 2 o u T ¥180
B 10

Tax-excluded price entered by price1 field is printed.

120



SmaPri Designer Operation Manual

-
- Change the rounding.

Set how to round off decimals. This function rounds off the calculated tax price. Note that it

does not either round off the tax-included price nor base price.

Round down, round up, and round off all values below the specified digit.

Round up (first decimal place) * rounds only the value with the first decimal place.
*When using “Round up (First decimal place)” function, please check the version history and use SmaPri Driver

version which is compatible with function.

Warning: if using the SmaPri Driver version not compatible with the function, it will

calculate by “Round off".

m In the case of main unit price 576 yen, tax rate 8%, tax included calculation

Rounding Consumption tax | Consumption tax | Tax included price

(after calculation) | (after rounding)

Round down 46.08 ¥46 ¥622
Round up 46.08 ¥47 ¥623
Round up (First decimal place) | 46.08 ¥46 ¥622
Round off 46.08 ¥46 ¥622

+ Tax included

Price calculation ? >

Price calculation

Calculation process | Tax included P

Foundine Found off o

Digits for rounding | One decimal place

<

Tax rate m %

Description

[ i [ : iealoda .| ]

The value that will be given by one of calculation transaction, Including TAX is “Tax Included

price” and “Consumption Tax”.

If the input price value is "128" and the tax rate value is "10"(%).
128 x 0.10 = 12.8 (Consumption tax)

If the rounding is selected “Round off” and the digits for dounding is selected “One decimal place”.
12.8 -> 13 (Consumption tax)

Results of calculation -+ tax-included price is “141”, Consumption tax is “13".
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+ Tax excluded

Price calculation ? >

Price calculation

Calculation process | ax excluded P

Rounding Round off w

Digitz for rounding | One decimal place

<

Tax rate m %
Dezcription
[ Deic il el ey i bk A el 2 ]

The value that will be given by one of calculation transaction, excluding TAX is “Tax excluded price

“and “Consumption Tax”.
If the input price value is "195" and the tax rate value is "10"(%)
195/ 1.10 = 177.272727

195 - 177.272727 = 17.727273 (Consumption tax)

If the rounding is selected “Round up”and the digits for dounding is selected “One decimal palece”
17.727273 -> 18 (Consumption tax)

Results of calculation--- tax-excluded price is “177”, Consumption tax is “18".

[Notes] Discrepancy of the tax-excluded price

Decimal points are rounded off when calculating the base price and tax price from the tax-
included price. Note that a discrepancy occurs between the original tax-included price and
the tax-included price recalculated from the base price.
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Tax rate setting

5-13

Describes the setting method.

The tax rate setting is each layout has.

The setting method is different according to the layout type.

Target Setting contents Setting items ‘
Existing | Changes the tax rate for all layouts in a project. Tool > Convert > Global change of tax rate

layout Changes the tax rate for individual layouts in a project. Layout settings > Tax and discount rates

New Sets the tax rate when creating the new project. Tool > Settings > Tax rate tax rate

layout Sets the tax rate when creating the new layout Layout default desettings > Tax and discount rates

- Changes the tax rate for all layouts in a project.

! Li Project(12-19 11-00).spproz - SmaPri Designer

lTr | |
Click the [Tool]

e

"I"H Barcode

IGA DESCRIZIONE

|I|30| ||

File Edit View Inse Tool l Window  Help
- L m g,| Convert  » Global change of tax rate... mee 1= 2| & H
' f Grid... =
RSeIect / ‘ @[ﬂ Settings... E
20 40

Click the [Global change of tax rate] I

G Date time
Ll

Global change tax rate ? X

Change the tax rate of all layouts in the project.
This operation can not be undone.

Tax rate glall %

Cancel

AL
H R

Global change tax re e ?

X

Chanee the tax rate of all layout
This operation can not be und

Change

the tax rate I

Tax rate 10121 %

[ o ]&

Carce] ﬂCIick the [OK] button |
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SmaPri Designer >

o All layout tax rates were changed to 10%.

Click the [OK] button I

Price calculation ? X

Price calculation

Calculation process  Tax excluded Pwv

Rounding Round off v

Digits for rounding | One decimal place ~

Tax rate %

Description

Setting tax rate can be checked on price calculation dialog.

This will calculate price b
amount from entered orice

4 ™
The tax-excluded price
¥500

Results of calculation was changed.

The tax-included price

¥550
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1
- Changes the tax rate for individual layouts in a project.

ﬂ Project - SmaPri Designer - [[1] Layout1 - Print layout] — O x
[@ File Edit View Insert Tool Window Help - 8 x
8- EEGR DX i ezl he QM@
J select filullmllzow\wwl‘m ot -
AStrinq . CI. k h I
=, ] ick the layout
o1 Price E >
||”|HBarchE 0 1 (\ W
@Dalel\me 1
iz courer 2| | The tax-excluded price
z Fixed graphic N
ESwilchmq graphic 1D: ¥ 5 O 0
T = ] Number of layouts: 2/ 100
DFramE ] Data LS
e ] _ . Resrd e ?
Elomes |1 The tax-included price ecord Mo, 112
= 3
] 540

= Click the [Layout settings]

rn

[ELaynut @Input screen Mumber of fields: 4/ 99

Layout settings - -
Click the [Tax and discount rates] I

Paper Tax and discount rates @Zrrency

® Tax rate 2l %
O Discount | 03| % Chanee rate Click the [Change rate] I
Layout settings ? X

Paper Tax and discount rates  Currenc

Change the tax rate I

@) Tax rate 10 %

s

() Discount | 0| % Charige rate

Click the [OK] I

Cancel
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SmaPri Designer >

Click the [OK] I
o The layout tax rate was changed from 8% to 10%.

Price calculation ? x ™
Price calculation The tax-excluded price
Calculation process  (Tax ncluded Y X500
Founding Round off e
Digits for rounding  One decimal place ~ The tax-included price
Tax rate m %

¥550
Dezcription
Thig will calculate price | W
tax amount from entered grice befare tax. A

Setting tax rate can be checked on price Results of calculation was changed.
calculation dialog.

[Calculation of fractions]
[Founding] [Digits for rounding] settings

W

Cloze
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- Sets the tax rate when creating the new project

.l Project(10-281 04-32110).spproz - SmaPri Designer - [[1] Layoutl - Print layout]

Edit  View - -

Click the [Settings] I_
mim

L | [

30 40 50
||||||||||||||||II|IIII|IIII|IIII|
Tool settings ? X
Tax rate  Printer Language Option
Change the tax rate I
Tax rate 102 %

'R Click the [OK] |

Gancel
=[]
- =
mm | |= =] & T =]
= 5!: = % = Click the [x] and Exit the application. I
I|IIII|IIII|II
ﬁ];Project -

Select project =

4

u u Layout settings ? *

| Paper Tax and discount rates  Gurrency
New

() Digcount =% Charege rate

‘ (®) Tax rate M=

After designing the new project, and then open the layout setting, revised tax rate is reflected.
Please note that the existing tax rate of current project is not changed.

127



SmaPri Designer Operation Manual

- Sets the tax rate when creating the new layout

em| o AN U BH HF 52

—

L1
L1

Select the project I

EI% Giroup 1

MNumber of layouts: 2 / 100

Project name |Project{10-281 04-32110

QTY name Click the [Layout default settings] I

[ Project zettinggfl

[ Lavout default settings... ]

SmaPri Designer

'\-I The layout default settings take effect when creating a new

i

¥ layout. When changing existing layout settings, please perfor
it individually from the Layout settings.

Click the [OK] I

Layout default settings

Click the [Tax and descountrates] I

Paper| Tax and dizcount rates  Currency

(® Tax rate AR Chanege tax rate

Click the [Change tax rat] I

) Digcount 02 %
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|

Layout default settings ? *
Paper Tax and discount rates  Gurr
Change the tax rate I
(®) Tax rate
() Discount =] %
Click the [OK] I
Garce
SmaPri Designer *
o The project tax rate was changed from 8% to 10%. It is applied at Click the [OK] I
the time of creating a new layout.
Project o x Layout settings
'ﬁ, Project -
Paper Tax and dizcount rates
Elﬁﬂ;. Froject
E'"%”t layout (® Tax rate m= %
=- Giron -
: Mew print layout .
m P L4 r) Dizcoumnt hel%
..... - Cut

After designing the new project, and then open the layout setting, revised tax rate is reflected.

Please note that the existing tax rate of current project is not changed.
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The paper rotation settings

180 and 270 degrees angles / views.

5' 14 This explains how to switch between and display the design screen sheet for 0, 90,

Il

Print label Design window
ﬂ' ‘i Fle Edt view Insert Tool Window Help
E oM 5 d BEENR NOERE@ 5[ v
o N . Ks@m - 5 7 h m wm w m®
( : 3 o Print —
“ N direction |z, o
0 0 (@] ¥ g BN e
Date time
E E O N ﬂ'; CD“"” * LINE 1 123456789
0 A Fixed graphic 5 LINE 2 123456789
E $ m H’ ?j\::chmggrapmc B 800 ar
" m —— [Jrrame
R = T L 2.2
— = e B so1zllsass 20/07/14
™ N — o
w W N
z 2 —
H H —
4 < — ]
) W[ﬁ Input screen Number of fields: 2;99‘
|

x

#EO QAW

I

Number of layouts: 1/ 100

o e
®

Record name  Layout!

Embedded TrusType fant

Record No

Edit Insert Tool Window

: File

B-EmRE s N

View Help

Click the arrow button

KSEECIZ ‘ i E=llE =
' =20 =10 0 10 0 30 A0 =] &0 70 -
AString
i o e dlre O O e arro
= Price
0 U = 0
””l”Barocn:Ie 10
@Date time - E=H|Eob
20 h 10 0 10 20 40 50 &0 70 g0 90 | -
@Counter
30
= Fixed graphic =
E Switching graphic || [*¢ 40
TLine =3 0
I:lFrame 20
@Tﬂble e pape otate 90 adegree
gﬂ:mmand and pasepo OWE e o
30 »

4
@ Layout [% Input screen

Number of fields: 1 /99

X: 40.000 mm Y: 27.375 mm .

4
m Layout [% Input screen

-
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S— 0 20 30 40 50 60 70 80
R Select Click designe area
— 1 _E| (] )
String = BStrigat) §

= Price 3@

| Click the string object I =
If it has been rotated at any angl, It is
ate time set in the same direction as the

screen.

- Displayed when rotating the sheet

[0 degree] [270 degree]
LI i L 7 Y =, o B
N 7w
. > Y| o
0: \ X _: O e— =
A 1 = )
] RIGA DESCRIZIONE 104 N — be
] ] W
I — E D — |
3 1 O e |
] 20 7 W) i
1 7 0 o ps)
20 = - ~ =
g8llo1234as|le678907 o N
E | CE O E— 8
; §9999.99 ; 3
354 I ] ~N m
7 N
_ 40
\ 4 Y X I
A X [90 degree] [180 degree] Y,
el b B ) DN R |
ok - I ]
3 4l =" e s
2| — O ] i "
o : 66°6666%
= ot —g (@) 3
] N n e ] 8s9|lsveECTO| 2
: H =" E
] U H .
2; W — | N .
] W — 2 ]
= ) " e =
10 4
- | ——n ] ANOIZTADS3AA VDI
] v - =
3 Hi|  — X ]
E ol —=2 Y < : AN
] . w_ N ]
0] ’ > E

By pressing the arrow mark , the paper will rotate counter-clockwise.
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Creating a barcode with variable length digits

5-15

This section explains how to create a barcode with a variable number of digits.

When the input method for CODE39 or QR code is set to "Key input (data)", data less than the
number of digits will be filled in with half-width spaces. By preparing a separate string for data input,
setting the barcode input method to "Reference / Concatenate" and the fill type to "Not fill", you can

print a barcode with the number of digits without filling in with half-width spaces.

[Settings]

Paste the string for entering barcode data into the layout and enable "Not print".

Example) Item name: Barcode, # of data: 20 Digits, Not print: Enabled

|42l Project - SmaPri Designer - [[1] Layout1 - Print layout] - m] x
@ File Edit View Insert Tool Window Help - 8 X
%_% ﬁl@ s )@m @ X 35 mm | Y 3.125 mm o @Q H
Printer_Kanji (1t E| Height 5.7 - pt Width 57 - pt
(I | | | [ ]
J select [ A S B S S S Tp—
A String T =i Project
o =] Print layout
;% Price i = % Group
””lHB o g RV, e ——— “- [1] Layoutt
arcode ] ]
1 a1 23456 [BY0 E
GDatetime i o o o
@Counter ]
[ Eixedt graphic B
10 |
ESwwtchinggraph\c i
TL\I’\E
D Frame ] Number of layouts: 1/ 200
FEF Table 1 e x|
ECommand 7_ LB REe @
20 | Input method
[l Barcode wizard O Fix
@ Key input (data)
— () Reference / Goncatenate
Advanced..
Function
30
] #of data M =] Digits
Data
1234567890
40
Detail(U)..
Display
— Font Printer_Kamji {16 16) ~
Wt size 57 | pt Hr.size 57 | pt
K —/ Pitch 00 2 pt
oy
5
& SESn]E
[@Layout Q\nput screen Number of fields: 2/ 200 E Advanced
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|
Next, paste a barcode onto the layout. Here we will use a QR code as an example.

Set the QR code input method to "Reference / Concatenate", set the input string to Data, and set the

fill type to "Not fill".

Example)
[ Project - SmaPri Designer - [[1] Layout - 0 X
@ File Edit View Insert Tool Window Help - 8 X
B RERRE NOXHHP x|y ase||ZS] £ W0 L6 E D QS WWIH
-| Height | <l pt Width | - pt
IR seec }t|||||2\\\| ry—
St 1 BmPrnject
A\ sting ] S Print layout
% Price i Bﬁ Group 1
£ i “fmf [1] Layout1
- ]
@Datetime 7_
@Cnunler :
E Fixed graphic 7_
10 |
ESchhinggraph\c i
T tine ]
Reference / Concatenate Detail ? x
D Frame 7] Number of layouts: 1/ 200
] Harb " Dt ax
@Tab'e J No. | Type Data EI‘;’Q c.gum e o
Elcomms | - T
m—h 20 1 |Browse | Barcode 1 o Mot fill s ot
| put metho
””lH Barcode wizard 4 P2 i Ty O Fix
B 3
] 4
4 I
- s
7 ! hd Function
301 Total |20 Digits Table
- Up Doy Add Delete Cloze
7 # of data 20 = Digits
7 Data
] 00000000000
40 |
] Dataset Detail(L)
: Display
— Barcode type QR code {model 2 ~
] Eror level 7%
] \ / Cellsize [ |2
5] [ Mat printed
[Q Input screen Number of fields: 3 / 200

This completes the setup procedure.

After creating a barcode, be sure to check that it can be read using test data.

133



SmaPri Designer Operation Manual

Include line feed codes in QR code

5-16

This section explains how to include a line feed codes in the QR code.

When the barcode type is QR code, control codes can be included in the input data.
This section explains how to include line break codes (CRLF) in QR code. There are two methods

below. Control codes other than line break codes can also be included in the same way.

- Use "Reference / Concatenate"
Select "Binary" as the type of "Reference / Concatenate" and enter the control code in hexadecimal.

The following is an example of including a line feed code between input data.

Reference / Concatenate Detail ? X
Mo. | Type Data git:i? Efu '.hber Added type g
digits
» 1  Browse « CompanyName 1 14 Mot fill
2 |Binary nooa 2
3 |Browse Address 1 30 Not fill
4 |Binary 0DoA 2
5 Browse |Tel 1 12 Mot fill
6
7 v
Total 60 Digits
Close

- Include line break codes in input data for format print request
Set input data including line break codes in the format print request to SmaPri Driver.

Be sure to URL encode the input data (CRLF — %0D%0A) on the app side.

Example of format print request)

http://localhost:8080/Format/Print?__ format_archive_url=http://xxxxx/test.spfmtz& _format_a
rchive_update=update&__format_id_number=1&QRCode=SATO%0D%0ATokyo%0D%0A0120
-XXXXXX&(Print quantity)=1
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The 6th chapter

Appendix
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Glossary

This chapter describes the terms used in this operation manual.

Project

The management unit for data created with SmaPri Designer. The data created by SmaPri
Designer is normally saved as a project file (extension ".spproz").

Optionally, there is a method of saving files without archiving (compressing) them.

In this situation, they are organized in a folder (folder extension ".files") with the same
name as the project file (extension ".spproj"). When the project is saved with this method,
please use the file and folder as a set when moving the files or backing up the project.
Please note that when the name of the project file and folder that are not archived are

changed, the software will no longer be able to reference the created data.

Object
The items pasted on the label including strings, barcodes, and other items.
You can paste a maximum of 200 objects on 1 layout.
For complicated editing such as when using Reference / Concatenate, you may not be able

to paste 200 objects. Lines, frames, tables, and fixed graphic items are not counted.

Record data
The data for printing the label from the terminal issuing the print instruction.

You can register 200 entries of record data in 1 project.

Record No.

The number for calling the label data with the terminal issues the print instruction.

You can set this number from 1 to 9999.

Print layout

The data for specifying and printing the record No. from the terminal issuing the print

instruction.

136



SmaPri Designer Operation Manual

Error messages

Describes the error messages displayed during operation.

Error messages

There are characters included that
can not be printed with this printer

font.

‘ Action

Change the font type.

The characters that cannot be printed differ
according to the type of font.

The X1, 2, and 3 fonts can print single-byte
alphanumeric characters and Japanese kana. The
X70 to 77 fonts can print single-byte numbers ¥ ,
(comma) . (decimal point). The kanji font can print
double-byte and single-byte alphanumeric

characters and Japanese kana.

The specified data is not registered in
the table.

The registration number that was input is not

registered in the referenced table.

The number of digits specified is
smaller than the maximum number
of digits for the table.

The number of digits configured for the item
referencing a table is set smaller than the number
of digits for "Value" in the target table. Change
"Value" for the table to the number of characters in
the range of the digits or change the number of

digits.

An error occurred while generating an
expand command. An error occurred
when creating the layout item

command.

An error occurred during data output.
Check that there are no objects displayed in red
(error) on the print layout.

You can check the error details by placing the

An error occurred while generating an

expand command.

mouse cursor on the object displayed in red.
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FAQ

This chapter contains frequently asked questions.

- General
1) Want to upgrade to the latest version of the software.
- SmaPri Designer, SmaPri Driver

Please download the latest version of the installer and the manuals on the support site.
* You will be required to log in with the license ID and password in your support
license.
[SmaPri Support Site]
http://dcs.sato.co.jp/SmaPri/support/index-en.asp

- Printer driver (Use to test print on SmaPri Designer.)
Download the Printer Driver installation software from your SATO local website.

https://www.sato-global.com/drivers/redirect.html

2) Want to know more information for other products than SmaPri.

- Operator Manual and Quick Guide, for each printers.

3) Other matters, technical support
- Regarding SmaPri
Please refer to the "Technical FAQ" on the support site.
* You will be required to log in with the license ID and password in your support
license.

http://dcs.sato.co.jp/SmaPri/support/index-en.asp
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.
- SmaPri Designer

1) Broke or Lost the USB key (HASP).

Please contact the dealer where the product was purchased.

2) A message appeared stating: "It works as an evaluation version. It can not use for
commercial usage".
- Are the power settings for your PC set to power saver?
The USB key (HASP) operates by receiving power from the USB port. Power stops
being supplied in power saver mode, and as a result, the USB key stops working.
Please use the software with the power saver mode settings cleared. Also, when this

occurs, the USB key can be recognized by the PC again by reinserting it.

- Was the software installed as specified in this manual?
If you insert the USB key (HASP) before installing the software, the USB key may no
longer be recognized. Please install the software again with the USB key (HASP)
unplugged from the PC.

- Has the USB key (HASP) been firmly plugged all the way into the USB port on the PC?
Firmly plug the USB key (HASP) into the USB port until you can no longer see the

metal part.

- Is the USB key (HASP) light on?
If the light is off, or if the light is on but the USB key (HASP) is not recognized, please
try to reinstall the device driver for the USB key (HASP).

- Connecting to the PC via Remote Desktop?

Due to restrictions on USB keys, it has been confirmed that license authentication

fails when used via Remote Desktop. Please do not use Remote Desktop.
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